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Aluminum Capacitors
 Axial Miniature High Voltage for E.L.B.

 

FEATURES
• Polarized aluminum electrolytic capacitors,

non-solid electrolyte 

• Axial leads, cylindrical aluminum case,
insulated with a blue sleeve

• Taped versions up to case Ø 15 x 30 mm
available for automatic insertion 

• Useful life: 20 000 hours
• Stable under overvoltage conditions:

550 V for 24 hours at 85 °C

• High ripple current capability
• Smallest dimensions

• Lead (Pb)-free versions are RoHS compliant

APPLICATIONS
• Electronic lighting ballast, power supply
• Smoothing, filtering, buffering at high voltages

• Boards with restricted mounting height, vibration and
shock resistant

MARKING
The capacitors are marked (where possible) with the
following information:
• Rated capacitance (in µF)
• Tolerance on rated capacitance, code letter in accordance

with IEC 60062 (T for - 10 to + 50 %)

• Rated voltage (in V)
• Upper category temperature (85 °C)
• Date code in accordance with IEC 60062
• Code for factory of origin
• Name of manufacturer
• Band to indicate the negative terminal
• ‘+’ sign to identify the positive terminal
• Series number (042 or 043)

QUICK REFERENCE DATA

DESCRIPTION VALUE

Nominal case sizes (Ø D x L in mm) 12.5 x 30 to 18 x 38

Rated capacitance range, CR 6.8 to 33 µF

Tolerance on CR - 10 to + 50 %

Rated voltage, UR 450 V

Category temperature range - 25 to + 85 °C

Endurance test at 85 °C 8000 hours

Useful life at 85 °C 20 000 hours

Useful life at 70 °C, IR applied 100 000 hours

Shelf life at 0 V, 85 °C 500 hours

Based on sectional specification IEC 60384-4/EN130300

Climatic category IEC 60068 25/085/56
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Fig.1  Component outlines

Available

Pb-free
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DIMENSIONS in millimeters AND AVAILABLE FORMS

73 ± 1.6
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+

Form BR: Taped on reel
case Ø D x L = 6.5 x 18 to 15 x 30 mm

Fig.2  Form BR

Ø D

I L

F

33 ± 1

Form AA: Axial in box
case Ø D x L = 10 x 30 to 21 x 38 mm

Fig.3  Form AA
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Table 1

Note

Detailed tape dimensions see section ‘PACKAGING’.

Note

Unless otherwise specified, all electrical values in table 2 apply at
Tamb = 20 °c, P = 86 to 106 kPa, RH = 45 to 75 %.

ORDERING EXAMPLE

Electrolytic capacitor 042 series 

10 µF/450 V; - 10/+ 50 %

Nominal case size: Ø 12.5 x 30 mm; Form BR

Ordering code: MAL204282109E3
Former 12NC: 2222 042 82109

Table 2

Note
(1)Test conditions on request.

AXIAL; DIMENSIONS in millimeters, MASS AND PACKAGING QUANTITIES
NOMINAL

CASE SIZE
Ø D x L
(mm)

CASE
CODE

AXIAL: FORM AA and BR
MASS

(g)

PACKAGING QUANTITIES

Ø d l Ø Dmax. Lmax. Fmin.
FORM

AA
FORM

BR

12.5 x 30 01 0.8 55 ± 1 13.0 30.5 35 ≈ 6.1 260 400
15 x 30 02 0.8 55 ± 1 15.5 30.5 35 ≈ 8.3 200 250
18 x 30 03 0.8 55 ± 1 18.5 30.5 35 ≈ 11.6 120 -
18 x 38 04 0.8 34 ± 1 18.5 39.5 44 ≈ 16.0 125 -

ELECTRICAL DATA
SYMBOL DESCRIPTION

CR rated capacitance at 100 Hz, tolerance - 10/+ 50 %

IR rated RMS ripple current at 10 kHz, 85 °C

IL5 max. leakage current after 5 minutes at UR

ESR typ/max. equivalent series resistance at 100 Hz

Z typ/max. impedance at 10 kHz

ELECTRICAL DATA AND ORDERING INFORMATION

UR
(V)

CR
100 Hz

(µF)

NOMINAL
CASE SIZE

Ø D x L
(mm)

IR
10 kHz
85 °C
(mA)

IL5
5 min
(µA)

ESR
TYP.

100 Hz
(Ω)

ESR
MAX.

100 Hz
(Ω)

Z
TYP.

10 kHz
(Ω)

Z
MAX.

10 kHz
(Ω)

ORDERING CODE MAL2..........
AXIAL

IN BOX
FORM AA

TAPED ON REEL
FORM BR

450

6.8 12.5 x 30 540 106 3.8 8.3 2.8 4.8 04281688E3 04282688E3
10 12.5 x 30 710 110 2.6 5.6 1.8 3.1 04281109E3 04282109E3
15 15 x 30 910 115 1.7 3.7 1.2 2.1 04281159E3 04282159E3
22 18 x 30 1190 120 1.1 2.4 0.9 1.4 04281229E3 -
33 18 x 38 1610 130 0.8 1.7 0.6 1.0 04381339E3 -

ADDITIONAL ELECTRICAL DATA
PARAMETER CONDITIONS VALUE

Voltage
Surge voltage UR = 450 V Us ≤ 550 V
Overvoltage test 24 hours at 85 °C 550 V (1)

Reverse voltage Urev ≤ 1 V
Current

Leakage current 
After 1 minute IL1 ≤ 0.009 x CR x UR + 200 µA
After 5 minutes IL5 ≤ 0.002 x CR x UR + 100 µA

Inductance

Equivalent series inductance

Case Ø D x L in mm:
12.5 x 30 typ. 46 nH

15 x 30 typ. 48 nH
18 x 30 typ. 50 nH
18 x 38 typ. 54 nH
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CAPACITANCE (C)

EQUIVALENT SERIES RESISTANCE (ESR)

IMPEDANCE (Z)
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Fig.8  Typical multiplier of capacitance as a function 
of ambient temperature 

C0 = capacitance at 20 °C, 100 Hz
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Fig.6  Typical multiplier of ESR as a function of frequency 
at different ambient temperatures 
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Curve 1: Tamb = 20 °C 
Curve 2: Tamb = 40 °C 
Curve 3: Tamb = 60 °C 
Curve 4: Tamb = 85 °C  
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Fig.5  Typical multiplier of ESR as a function of 
ambient temperature at different frequencies

ESR0 = typical at 20 °C, 100 Hz
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Curve 1: f = 100 kHz
Curve 2: f = 1 kHz
Curve 3: f = 10 kHz
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Fig.7  Typical multiplier of impedance as a function 
of ambient temperature

Z0 = impedance at 20 °C, 10 Hz
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Fig.8  Typical impedance as a function of frequency 
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Curve 1: 10 µF,
case Ø D x L = 12.5 x 30 mm
Curve 2: 15 µF,
case Ø D x L = 15 x 30 mm
Curve 3: 22 µF,
case Ø D x L = 18 x 30 mm
Curve 4: 33 µF,
case Ø D x L = 18 x 38 mm
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Table 3

Note

Formula (1) should be used to calculate the actual ripple current at 10 kHz (see Fig. 9) when multiple frequencies are present. For an example 
of the values 100 Hz and 50 kHz: 

RIPPLE CURRENT AND USEFUL LIFE

Tamb = 20 °C

Fig.9  Multiplier of useful life as a function of ambient temperature
and ripple current load

 

IA
IR

IA = actual ripple current at 10 kHz

IR = rated ripple current at 10 kHz, 85 °C
(1) Useful life at 85 °C and IR applied: 20 000 hours
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MULTIPLIER OF RIPPLE CURRENT (IR) AS A FUNCTION OF FREQUENCY
FREQUENCY

(Hz)
IR MULTIPLIER

50 0.22

100 0.30

300 0.49

1000 0.72

3000 0.89

≥ 10 000 1.00

IA  
I 100 Hz( )

0.30
---------------------------⎝ ⎠

⎛ ⎞ 2 I 50 kHz( )
1.0

---------------------------⎝ ⎠
⎛ ⎞ 2

+=

(1)
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Table 4

TEST PROCEDURES AND REQUIREMENTS
TEST PROCEDURE

(quick reference)
REQUIREMENTS

NAME OF TEST REFERENCE

Endurance IEC 60384-4/

EN130300

subclause 4.13

Tamb = 85 °C; UR applied; 

8000 hours

ΔC/C:  ± 10 %

tan δ ≤ 1.3 x spec. limit

Z ≤ 2 x spec. limit

IL5 ≤ spec. limit

Useful life CECC 30301

subclause 1.8.1

Tamb = 85 °C; UR and IR applied; 

20 000 hours

ΔC/C: ± 30 %

tan δ ≤ 3 x spec. limit

Z ≤ 3 x spec. limit

IL5 ≤ spec. limit

no short or open circuit

total failure percentage: ≤ 3 %

Shelf life

(storage at high 

temperature)

IEC 60384-4/

EN130300

subclause 4.17

Tamb = 85 °C; no voltage applied;

500 hours after test: UR to be applied for 30 minutes, 

24 to 48 hours before measurement

ΔC/C, tan δ, Z: 

for requirements

see ‘Endurance test’ above 

IL5 ≤ 2 x spec. limit
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Legal Disclaimer Notice
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All product specifications and data are subject to change without notice. 

Vishay Intertechnology, Inc., its affiliates, agents, and employees, and all persons acting on its or their behalf
(collectively, “Vishay”), disclaim any and all liability for any errors, inaccuracies or incompleteness contained herein
or in any other disclosure relating to any product. 

Vishay disclaims any and all liability arising out of the use or application of any product described herein or of any
information provided herein to the maximum extent permitted by law. The product specifications do not expand or
otherwise modify Vishay’s terms and conditions of purchase, including but not limited to the warranty expressed
therein, which apply to these products. 

No license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this
document or by any conduct of Vishay. 

The products shown herein are not designed for use in medical, life-saving, or life-sustaining applications unless
otherwise expressly indicated. Customers using or selling Vishay products not expressly indicated for use in such
applications do so entirely at their own risk and agree to fully indemnify Vishay for any damages arising or resulting
from such use or sale. Please contact authorized Vishay personnel to obtain written terms and conditions regarding
products designed for such applications. 

Product names and markings noted herein may be trademarks of their respective owners.



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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