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Specifications
subject to change

COMPACT FLASH CARD CONNECTORS

560H SERIES (CFA COMPATIBLE)

■ FEATURES
• The connectors conform to the Compact Flash

Association (CFA) specifications.
• The terminal of the plug is a 0.635 mm pitch, one-

row, SMT type.
• Raised mounting type connectors (standoff), which

allow mounting components under a connector, are
also available.

• The ejector mechanism makes insertion and ejection
of a card easier is available.

• There are two types of sockets for CFA cards: a
straddle mount type and single-sided mounting type.

■ SPECIFICATIONS

■ PIN CONNECTOR (PLUG) CONTACT LENGTH

■ MATERIALS
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560H Series (Compact  Flash Connector)
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Specifications
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RIGHT ANGLE PLUG, SMT TYPE (WITH NO EJECTOR)

■ DIMENSIONS

■ PC BOARD MOUNTING PATTERN (MOUNTING SIDE)

■ ORDERING PART NUMBER

FCN-568H050-G/A1

For above connector with ejector mechanism
see page 3.
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■ ORDERING PART NUMBER FOR CONNECTOR/EJECTOR KIT

FCN-568H050-G/A1AC

RIGHT ANGLE PLUG, SMT TYPE (WITH EJECTOR)

■ DIMENSIONS

Unit: mm (in.)
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RIGHT ANGLE PLUG, SMT TYPE (WITH NO EJECTOR, TO BE MOUNTED ON BACK OF

PC BOARD)

■ DIMENSIONS

■ PC BOARD MOUNTING PATTERN (MOUNTING SIDE)

■ ORDERING PART NUMBER

FCN-568H050-G/A2
For above connector with ejector mechanism
see page 5.
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■ ORDERING PART NUMBER FOR CONNECTOR/EJECTOR KIT

FCN-568H050-G/A2AD

RIGHT ANGLE PLUG, SMT TYPE (WITH EJECTOR, TO BE MOUNTED ON BACK OF PC BOARD)

■ DIMENSIONS

Unit: mm (in.)
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RIGHT-ANGLE PLUG, SMT TYPE (WITH NO EJECTOR, 1.64mm RAISED TYPE)

■ DIMENSIONS

■ PC BOARD MOUNTING PATTERN (MOUNTING SIDE)

■ ORDERING PART NUMBER

FCN-568H050-G/A3

For above connector with ejector mechanism
see page 7.
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■ ORDERING PART NUMBER FOR CONNECTOR/EJECTOR KIT

FCN-568H050-G/A3AC

RIGHT-ANGLE PLUG, SMT TYPE (WITH EJECTOR, 1.64mm (0.065 in.) RAISED TYPE)

■ DIMENSIONS

Unit: mm (in.)
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RIGHT-ANGLE PLUG, SMT TYPE (WITH NO EJECTOR, 1.64mm (0.065) RAISED TYPE, TO

BE MOUNTED ON BACK OF PC BOARD)

■ DIMENSIONS

■ PC BOARD MOUNTING PATTERN (MOUNTING SIDE)

■ ORDERING PART NUMBER

FCN-568H050-G/A4

For above connector with ejector mechanism
see page 9.
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■ ORDERING PART NUMBER

FCN-568H050-G/A4AD

RIGHT-ANGLE PLUG, SMT TYPE (WITH  EJECTOR, 1.64mm (0.065 in.) RAISED TYPE, TO

BE MOUNTED ON BACK OF PC BOARD)

■ DIMENSIONS

Unit: mm (in.)
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Part No: FCN-560HAC
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Part No: FCN-560HAD
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
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                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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