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 Features 

 
- Bipolar Hall effect latch sensor 
- 3.5V to 20V DC operation voltage 
- Open collector pre-driver 
- 25mA output sink current 
- Chip power reverse-connection protection 
- Operating temperature: C125~C40 °+°−  
- Package: SIP3, SOT23 
 
 

 Applications 
 
- Rotor position sensing  
- Current switch 
- Encoder 
- RPM detection 
 
 
 

 Pin Assignment 
 

(SIP3 package)

( SOT23 package)

1.   VCC

2.   GND

3. OUT

1.  VCC

3.
GND  2.

OUT

(Top view)

 

 General Description 
 
AH174 is a single-digital-output Hall-effect sensor 
for high temperature operation. The device includes 
an on-chip Hall voltage generator for magnetic 
sensing, an amplifier to amplify Hall voltage, and a 
comparator to provide switching hysteresis for noise 
rejection, and an open-collector output pre-driver. 
An internal bandgap regulator is used to provide 
temperature compensated supply voltage for 
internal circuits and allows a wide operating supply 
range. While the magnetic flux density (B) is larger 
than threshold Bop, the OUT  pin turns off (High). 
If B removed toward Brp, the OUT  pin is latched 
“off” state prior to B < Brp. When B < Brp, the OUT  
pin go into “ on ” state. 
 
 
 
 

 Pin Descriptions 
 

Name Description 

VCC Input power 

GND Ground 

OUT  Inverted output stage 

 
 

 Ordering Information 
 

AH174 X - X X X - X

Packing

Blank : Tube
    A    : Taping

P: SIP3
W: SOT23

Package Lead

L : Lead Free
Blank: Normal

Wafer Body Magnetic
Characteristics

Blank or
A~Z : if necessary
         to specify

A or B
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 Block Diagram 
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 Application Circuit 
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 Absolute Maximum Ratings  ( at Ta= 25°C ) 
 

Characteristics Symbol Rating Unit 

Supply voltage VCC 20 V 

Output “off ” voltage Vout (off) 20 V 

Output “on” current Io (sink) 25 mA 

Operating Temperature range Topt -40~+125 °C 

Storage Temperature range Tstg -65~+150 °C 

SIP 550 mW 
Power Dissipation 

SOT23 
PD 

230 mW 
 
 Electrical Characteristics    ( Ta= 25°C ) 

 

Parameter Symbol Conditions Min. Typ. Max. Unit

Supply voltage Vcc — 3.5 - 20 V 

Output saturation voltage Vout(sat)
VCC=12V, OUT ”ON” 
Io =10mA 

- 300 400 mV

Supply current Icc VCC=12V, OUT ”OFF” - 3.5 6 mA
 

 Magnetic Characteristics (Ta= 25°C ) 
 

(1mT = 10 Gauss) 
A grade 

Parameter Symbol Min. Typ. Max. Unit 

Operate Point Bop 15 - 60 Gauss 

Release Point Brp -60 - -15 Gauss 

Hysteresis Bhy - 80 - Gauss 

 
B grade 

Parameter Symbol Min. Typ. Max. Unit 

Operate Point Bop 5 - 80 Gauss 

Release Point Brp -80 - -5 Gauss 

Hysteresis Bhy - 80 - Gauss 
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 Operating Characteristics 
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 Marking Information 
 
 
(1) SOT23 (2) SIP3 

J4 : AH174
XX YM X

Date code
Y : Year
M : Month (A~L)

(Top View)
ID code
A~Z: Non-Lead Free
a~z : Lead Free

 

174
   YWW X

Date code
Y : Year
WW : Nth week

(Top View)

ID code
A~Z: Non-Lead Free
a~z : Lead Free
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 Package Information 
 
(1) Package Type: SIP-3L  
 

Active Area Depth  Sensor Location

1 2 3

2.10mm

1.55mm

0.51mm
NOM

BRANDED
SURFACE

 
 
 

Package Dimension 
 
 

1.57mm
1.47mm

4.17mm
4.04mm

1.82
mm

15.50mm
13.00mm

1

2

3
1.27mm

0.41mm0.41mm

45º

45º 

0.38mm

0.7mm

3.10mm
2.97mm
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(2) Package Type: SOT23-3L 
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Dimensions In Millimeters Dimensions In Inches 

Symbol 
Min. Nom. Max. Min. Nom. Max. 

A 1.05 - 1.35 0.041 - 0.053 
A1 0.05 - 0.15 0.002 - 0.006 
A2 1.00 1.10 1.20 0.039 0.043 0.047 
b 0.25 - 0.50 0.010 - 0.020 
C 0.08 - 0.20 0.003 - 0.008 
D 2.70 2.90 3.00 0.106 0.114 0.118 
E 1.50 1.60 1.70 0.059 0.063 0.067 

HE 2.60 2.80 3.00 0.102 0.110 0.118 
L 0.30 - 0.55 0.012 - 0.022 
L1 0.50 0.60 0.70 0.020 0.024 0.028  
e 1.80 1.90 2.00 0.071 0.075 0.079  
e1 0.85 0.95 1.05 0.033 0.037 0.041  
θ 0o 5o 10o 0o 5o 10o 
θ1 3o 5o 7o 3o 5o 7o 
θ2 6o 8o 10o 6o 8o 10o 

 
 
 



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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