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SEE PAGE B20 FOR PRODUCT SPECIFICATIONS

4P3T

1

1

2

2 3

3 3

3

2

2

1

1

.157
(4.00)
TYP.

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.302
(7.67)
TYP.

.035
(0.89)

DIA. TYP.
NO. 65 DRILL

.828
(21.03)

.167
(4.25)

.197
(5.00)

.020
(0.50)

.039
(1.00)
TYP.

.118
(3.00)

.453
(11.50)

.016
(0.41)

.118
(3.00)
TYP.

.092
(2.34)
TYP.

.157
(4.00)
TYP.

.079
(2.00)
TYP.

.866
(22.0)

.217
(5.51)

.331
(8.40)

Tyco Electronics Alcoswitch Plating

7-1437576-7 MSS4300R Silver
7-1437576-8 MSS4300RG Gold

Tyco Electronics Alcoswitch Plating

8-1437576-0 MSS4350R Silver
8-1437576-1 MSS4350RG Gold

Tyco Electronics Alcoswitch Plating

8-1437576-8 MSS6200 Silver
8-1437576-9 MSS6200G Gold

6PDT

4P3T

1

1

2

2 3

3 3

3

2

2

1

1

.157
(4.00)
TYP.

.059
(1.50)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.294
(7.47)
TYP.

.035
(0.89)

DIA. TYP.
NO. 65 DRILL

.866
(22.00)

.217
(5.51)

.320
(8.13).020

(0.50)
TYP.

.039
(1.00)
TYP.

.453
(11.50)

.118
(3.00).026

(0.66).079
(2.00)
TYP.

.118
(3.00)
TYP.

.088
(2.24)
TYP.

.016
(0.40)

.582
(14.78)

.197
(5.00)

.827
(21.0)

MSS4300R

MSS4350R

MSS6200

1 1 1

1 1 12 2 2

222

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.035
(0.89)

DIA. TYP.
NO. 65 DRILL

.059
(1.50)
TYP.

.748
(19.0)

.157
(4.00)
TYP.

.079
(2.00)
TYP.

.094
(2.40)
TYP.

.346
(8.80)

.787
(20.0)

.370
(9.40).591

(15.01)

THREADED
HOLES

4-40 TYP.

.150
(3.80)

.276
(7.00)

.236
(6.00)

.472
(12.0)

.024
(0.60)

.016
(0.41)
TYP.

0.02
(0.50)
TYP. .039

(1.00)
TYP.

.118
(3.00)
TYP.



Tyco Electronics Alcoswitch Plating

9-1437576-4 MSS6350R Silver
— MSS6350RG Gold

Tyco Electronics Alcoswitch Plating

9-1437576-3 MSS6350 Silver
— MSS6350G Gold

MSS Series

B25
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6PDT

6P3T

Tyco Electronics Alcoswitch Plating

9-1437576-0 MSS6250 Silver

.059
(1.50)

DIA. TYP.
NP. 53 DRILL

.062
(1.57)

.354
(8.99)
TYP.

.035
(0.89)

DIA. TYP.
NO. 65 DRILL

.748
(19.0)

.079
(2.00)
TYP.

.157
(4.00)
TYP.

.094
(2.40)
TYP.

1

2

1

2

1

21

2

1

2

1

2.591
(15.0)

.787
(20.0) .370

(9.40)

THREADED
HOLE

4-40 TYP.

.039
(1.00)
TYP.

.020
(0.50)
TYP.

.118
(3.00)

.472
(12.0)

.480
(12.2)

.276
(9.40)

.024
(0.60)
TYP.

.016
(0.40)
TYP.

.150
(3.80)

.059
(1.50)

DIA. TYP.
NO. 53
DRILL

.062
(1.57) .157

(4.00)
TYP.

.331
(8.41)

.035
(.889)

DIA. TYP.
NO. 65 DRILL

1.220
(30.99)

.079
(2.00)
TYP.

.165
(4.20)

.083
(2.10)

0.49
(12.5)

1.27
(32.26)

0.36
(9.10)

.020
(0.51)
TYP.

.039
(1.00)
TYP.

.655
(16.64)
TYP. .016

(0.41)

.023
(0.59)
TYP.

.195
(4.95)

1

3

2 1

3

2 1

3

2

.540
(13.71)
TYP.

1

3

2 1

3

2 1

3

2

MSS6250

MSS6350R

.216
(5.5)

.275
(7.0)

.255
(6.5)

.098
(2.5)

2 PLC.
.039
(1.0)

2 PLC.

.019
(0.5)
TYP.

.040
(1.0)
TYP.

.142
(3.6)

.375
(9.5)

.020
(0.5)

1.220
(31.0)

.059
(1.5)

.252
(6.4)

.079
(2.0)
TYP.

.165
(4.2)

.157
(4.0)
TYP..016

(0.4) .165
(4.2)

.059
(1.5)

2 PLC.
.079
(2.0)

8 PLC.

.158
(4.0)

3 PLC.

.473
(12.0)

.472
(12.0)

.362
(9.2)

1.260
(32.0)

1.043
(26.5)

.434
(11.0) .167

(4.2)
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MATERIAL SPECIFICATIONS:
Contacts ..................................Silver or gold over copper alloy
Case Material ..........................Cold rolled steel
Actuator Material ....................Polyester UL94V-0
Terminals/Fixed Contacts........Gold or silver plate over copper alloy
Terminal Seal ..........................Epoxy

ENVIRONMENTAL SPECIFICATIONS:
Operating Temperature............-4°F to +185°F (-20°C to +85°C)
Storage Temperature................-40°F to +212°F (-40°C to +100°C)
Solder Heat Resistance ............See page M3-4

TYPICAL PERFORMANCE CHARACTERISTICS: 
Contact Rating ........................Gold: 0.4 VA 20 VDC or peak AC

Silver: 300 mA @ 125 VAC
Initial Contact Resistance ........30 Milliohms max.
Contact Timing ........................Make before break
Insulation Resistance ..............1,000 Megohms min.
Dielectric Strength ..................500 Volts RMS @ sea level
Actuation Force ......................600±300/470 Grams average 
Actuator Travel........................0.079” (2.01) approximate
Life Expectancy ......................Up to 15,000 Cycles 

SP4T

MSSA1450R

SP3T

MSSA1350

Tyco Electronics Alcoswitch Plating Mounting Style

3-1437580-9 MSSA1450R Silver Rt. Angle
4-1437580-0 MSSA1450RG Gold Rt. Angle

1

3

2

.035
(.889)

TYP. DIA.
DRILL NO. 65

.158
(4.00)

.335
(8.51)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.905
(23.0)

.079
(2.01)
TYP.

.090
(2.29)

.428
(10.9)

.162
(4.12)

.115
(2.92)
TYP.

.079
(2.01)
TYP. .020

(.508)
TYP.

.158
(4.01)

0.04
(1.02)
TYP.

.472
(12.0)

0.40
(10.2)

0.10
(2.54)
TYP.

.260
(6.60)

.945
(24.0)

.016
(.406)
TYP.

.025
(.635)
TYP.

.152
(3.86)

0.37
(9.40)

.398
(10.1)

Tyco Electronics Alcoswitch Plating Mounting Style

3-1437580-3 MSSA1350 Silver Upright
3-1437580-4 MSSA1350G Gold Upright

SP3T 1

3

2

.035
(.889)

TYP. DIA.
DRILL NO. 65

.157
(3.99)

.335
(8.51)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.905
(23.0)

.079
(2.01)
TYP.

.090
(2.29)

.250
(6.35)

.115
(2.92)

.079
(2.01)
TYP. .020

(.508)
TYP.

.157
(3.99)

.039
(.991)
TYP.

.472
(11.9)

.421
(10.7)

.138
(3.51)

.945
(24.0)

.016
(.406)
TYP.

.024
(.610)
TYP.

0.40
(10.2)

.368
(9.35)

.355
(9.02)

0.14
(3.56)

.098
(2.49)
TYP.

Tyco Electronics Alcoswitch Plating Mounting Style

3-1437580-5 MSSA1350R Silver Rt. Angle
3-1437580-6 MSSA1350RG Gold Rt. Angle

SP4T

Tyco Electronics Alcoswitch Plating Mounting Style

3-1437580-7 MSSA1450 Silver Upright
3-1437580-8 MSSA1450G Gold Upright

.167
(4.24)

.115
(2.92)
TYP.

.276
(7.01)

.512
(13.0)

.020
(.508)
TYP.

.016
(.406)
TYP..024

(.610)
TYP.

.157
(3.99) .039

(.991)
TYP.

.472
(12.0)

0.40
(10.2)

0.41
(10.4)

.098
(2.49)
TYP.

0.27
(6.86)

.368
(9.35)
.157

(3.98)

.945
(24.0)

1 2
3 4

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99) .256

(6.50)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.905
(23.0)

.079
(2.01)
TYP.

.090
(2.29)

1

3 4

2

.115
(2.92)

.276
(7.01)

0.25
(6.35)

.016
(.406)
TYP.

.016
(.406)
TYP.

.024
(.610)
TYP.

.157
(3.99)

.039
(.991)
TYP.

.472
(12.0)

0.14
(3.56)

0.40
(10.2)

0.50
(12.7)

.098
(2.49)
TYP.

.368
(9.35)

.355
(9.02)

.945
(24.0)

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99) .256

(6.50)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.905
(23.0)

.079
(2.01)
TYP.

.090
(2.29)

MSSA1350R

MSSA1450

1 2
3 4
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DP3T

Tyco Electronics Alcoswitch Plating Mounting Style

5-1437580-3 MSSA2350 Silver Upright
5-1437580-4 MSSA2350G Gold Upright

.115
(2.92)

.276
(7.01)

.016
(.406)
TYP.

.157
(3.99)

.039
(.991)
TYP.

.472
(12.0)

0.50
(12.7)

.138
(3.51)

.945
(24.0)

0.25
(6.35)

.098
(2.49)
TYP.

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)

.256
(6.50)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.905
(23.0)

.079
(2.01)
TYP.

.090
(2.29)

.165
(4.19)

1

3 4

2

1

3 4

2

.165
(4.19)

.016
(.406)
TYP.

.024
(.610)
TYP.

0.40
(10.2)

.368
(9.35)

.355
(9.02)

0.14
(3.56)

DP4T

DP4T

DP3T

MSSA2350R

1

3

2

1

3

2

.428
(10.9)

.167
(4.24)

.115
(2.92)

.276
(7.01)

.079
(2.01)
TYP.

.020
(.508)
TYP.

.157
(3.99)

.039
(.991)
TYP.

.098
(2.49)
TYP.

.472
(12.0)

0.41
(10.4)

.138
(3.51)

0.27
(6.86)

.945
(24.0)

.016
(.406)
TYP.

.165
(4.19)

.024
(.610)
TYP.

.157
(3.99)

.368
(9.35)

0.40
(10.2)

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)

.335
(8.51)

.344
(8.74)

.059
(1.50)

TYP. DIA.
NO. 53 DRILL .905

(23.0)

.079
(2.01)
TYP.

.090
(2.29)

.165
(4.19)

MSSA2450

MSSA2450R

MSSA2350

.115
(2.92)

.276
(7.01)

.020
(.508)
TYP.

.079
(2.01)
TYP. .157

(3.99)
.039

(.991)
TYP.

.472
(12.0)

.421
(10.7)

.138
(3.51)

.945
(24.0)

.016
(.406)
TYP.

.024
(.610)
TYP.0.25

(6.35)

0.40
(10.2)

.368
(9.35)

.355
(9.02)

0.14
(3.56)

.098
(2.49)
TYP.

1

3

2

1

3

2

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)

.335
(8.51)

.344
(8.74)

.059
(1.50)

TYP. DIA.
NO. 53 DRILL

.905
(23.0)

.079
(2.01)
TYP.

.090
(2.29)

.165
(4.19)

.512
(13.0)

.157
(3.99)

.945
(24.0)

.270
(6.86)

.410
(10.4)

.472
(12.0)

.039
(1.00)

.020
(0.50)
TYP.

.115
(2.92)

.905
(23.0)

.079
(2.01)
TYP..059

(1.50)
DIA. TYP.

NO. 53 DRILL

.334
(8.48)

.035
(0.89)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)
TYP. .090

(2.29)
.256

(6.50)

.165
(4.19)

.016
(0.41)

.024
(0.61)
TYP.

.167
(4.24)

.368
(9.35) 1 2

3 4
1 2

3 4

1 2
3 4

1 2
3 4

Tyco Electronics Alcoswitch Plating Mounting Style

5-1437580-5 MSSA2350R Silver Rt. Angle
5-1437580-6 MSSA2350RG Gold Rt. Angle

Tyco Electronics Alcoswitch Plating Mounting Style

5-1437580-9 MSSA2450R Silver Rt. Angle
6-1437580-0 MSSA2450RG Gold Rt. Angle

Tyco Electronics Alcoswitch Plating Mounting Style

5-1437580-7 MSSA2450 Silver Upright
5-1437580-8 MSSA2450G Gold Upright
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3P3T

Tyco Electronics Alcoswitch Plating Mounting Style

6-1437580-5 MSSA3450 Silver Upright
6-1437580-6 MSSA3450G Gold Upright

Tyco Electronics Alcoswitch Plating Mounting Style

6-1437580-3 MSSA3350R Silver Rt. Angle
6-1437580-4 MSSA3350RG Gold Rt. Angle

Tyco Electronics Alcoswitch Plating Mounting Style

6-1437580-1 MSSA3350 Silver Upright
6-1437580-2 MSSA3350G Gold Upright

Tyco Electronics Alcoswitch Plating Mounting Style

6-1437580-7 MSSA3450R Silver Rt. Angle
6-1437580-8 MSSA3450RG Gold Rt. Angle

3P4T

1
3

2

1
3

2 1
3

2

.250
(6.35)

.115
(2.92)

.140
(3.56)

.110
(2.79)

0.50
(12.7)

.472
(11.9)

.138
(3.51)

1.05
(26.7)

.016
(0.41)
TYP.

.024
(0.61)
TYP.

.368
(9.35)

.355
(9.02)

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

TYP. DIA.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

1
3 4

2

1
3 4

2

1
3 4

2

.518
(13.2)

.168
(4.27)

.115
(2.92)

.110
(2.79)

.472
(12.0)

.410
(10.4)

.138
(3.51)

.270
(6.83)

1.05
(26.7)

.024
(0.61)
TYP. .016

(0.41)
TYP.

.157
(3.99)

.368
(9.35)

1
3 4

2

1
3 4

2

1
3 4

2

3P4T

1
3

2

.250
(6.35)

.140
(3.56)

.016
(0.41)
TYP.

.024
(0.61)
TYP.

.368
(9.35)

.355
(9.02)

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

TYP. DIA.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

.115
(2.92)

.110
(2.79)

.420
(10.7)

.472
(11.9)

.138
(3.51)

1.05
(26.7)

3P3T

1
3

2

1 2 1
3

2

.439
(11.5)

.170
(4.32)

.115
(2.92)

.110
(2.79)

.472
(12.0)

.410
(10.4)

.138
(3.51)

.273
(6.93)

1.05
(26.67)

.024
(0.61)
TYP. .016

(0.41)
TYP.

.158
(4.01)

.370
(9.40)

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

TYP. DIA.
NO. 53 DRILL

.830
(21.1)

.079
(2.01)
TYP.

MSSA3450

MSSA3350R

MSSA3350

MSSA3450R

1

3

2

1

3

2 1

3

2

.035
(0.89)

TYP. DIA.
NO. 53 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

.035
(0.89)

TYP. DIA.
NO. 53 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

1

3

2

1

3

2 1

3

2



MSSA Series

B29
Catalog 1308390 Dimensions are in inches  Dimensions are shown for USA: 1-800-522-6752 South America: 55-11-3611-1514
Issued 9-04 and millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628

specified. Values in parentheses Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013
www.tycoelectronics.com or brackets are metric equivalents. to change. C. America: 52-55-5-729-0425 UK: 44-141-810-8967

Slide Sw
itches

B

Slide Switches, Instrumentation Grade 

M
SSA Series

SEE PAGE B26 FOR PRODUCT SPECIFICATIONS

Tyco Electronics Alcoswitch Plating Mounting Style

7-1437580-3 MSSA4450 Silver Upright
7-1437580-4 MSSA4450G Gold Upright

Tyco Electronics Alcoswitch Plating Mounting Style

7-1437580-1 MSSA4350R Silver Rt. Angle
7-1437580-2 MSSA4350RG Gold Rt. Angle

Tyco Electronics Alcoswitch Plating Mounting Style

6-1437580-9 MSSA4350 Silver Upright
7-1437580-0 MSSA4350G Gold Upright

4P3T

MSSA4350

Tyco Electronics Alcoswitch Plating Mounting Style

7-1437580-5 MSSA4450R Silver Rt. Angle
7-1437580-6 MSSA4450RG Gold Rt. Angle

1
3 4

2

1
3 4

2 1
3 4

2

1
3 4

2

.035
(0.89)

TYP. DIA.
NO. 53 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

0.25
(6.40)

.140
(3.56)

.016
(0.41)
TYP.

.025
(0.61)
TYP.

.368
(9.35)

.355
(9.02)

.115
(2.92)

.090
(2.23)

.110
(2.79)

.500
(12.7)

.472
(12.0)

.138
(3.51)

1.05
(26.7)

1
3 4

2

1
3 4

2 1
3 4

2

1
3 4

2

.518
(13.2)

.168
(4.27)

.115
(2.92)

.110
(2.79)

.472
(12.0)

.410
(10.4)

.138
(3.51)

.270
(6.86)

1.05
(26.7)

.016
(0.41)

.024
(0.61)
TYP.

0.16
(4.10)

0.37
(9.40)

.035
(0.89)

TYP. DIA.
NO. 53 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

DIA. TYP.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

4P4T

1

3

2 1

3

2

1

3

2 1

3

2

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

TYP. DIA.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

.250
(6.35)

.140
(3.56)

.016
(0.41)
TYP..024

(0.61)
TYP.

.368
(9.35)

.355
(9.02)

.115
(2.92)

.168
(4.27)

.110
(2.79)

.420
(10.7)

.472
(12.0)

.138
(3.51)

1.05
(26.7)

4P3T

1

3

2 1

3

2

1

3

2 1

3

2

.439
(11.2)

.170
(4.32)

.120
(2.92)

.110
(2.79)

.472
(12.0)

.410
(10.4)

.138
(3.51)

.273
(6.93)

1.05
(26.7)

.016
(0.41)
TYP.

.024
(0.61)
TYP.

.157
(3.99)

.368
(9.35)

.035
(.889)

TYP. DIA.
NO. 65 DRILL

.157
(3.99)
TYP.

.059
(1.50)

.090
(2.29)

.165
(4.19)

.344
(8.74)

.059
(1.50)

TYP. DIA.
NO. 53 DRILL

.830
(21.06)

.079
(2.01)
TYP.

MSSA4350R

MSSA4450

4P4T

MSSA4450R
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Slide Switches, Instrumentation Grade, .200 Terminal Spacing
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MATERIAL SPECIFICATIONS:
Contacts ..................................Silver clad or gold plate
Case Material ..........................Polyester
Actuator Material ....................Polyamide
Terminals ................................Gold or silver plate
Terminal Seal ..........................Epoxy

ENVIRONMENTAL SPECIFICATIONS:
Operating Temperature............-4ºF to +149ºF (-20°C to +65°C)
Storage Temperature................-40°F to +212°F (-40°C to +100°C)
Solder Heat Resistance ............See page M3-4

TYPICAL PERFORMANCE CHARACTERISTICS: 
Contact Rating ........................Gold: 0.4 VA max. 20 VDC or peak AC

Silver: 3 A @ 115 VAC, 1.5A @ 230 VAC
Initial Contact Resistance ........20 Milliohms max.
Contact Timing ........................Non-shorting
Insulation Resistance ..............1,000 Megohms @ 500 VDC min.
Dielectric Strength ..................500 Volts RMS @ sea level
Actuation Force ......................600 ±300 Grams
Actuator Travel........................ .120” (3.05) Approximate
Life Expectancy ......................Up to 30,000 Cycles 

SPDT

MSSA114D

DPDT

MSSA214N

.450
(11.4)

.470
(11.9)

.112
(2.85)

.120
(3.05) .030

(7.62)
TYP.

.200
(5.08)

.200
(5.08)
TYP.

.125
(3.18)
TYP.

.043
(1.09)
DIA.
TYP.

.200
(5.08)
TYP.

.200
(5.08)
TYP.

.020
(.508)
TYP.

.315
(8.00)

.110
(2.79).115

(2.92)

Tyco Alcoswitch Act. Code Pg. M5 ContactsElectronics
2-1437580-9 MSSA111DG D On None On Gold
3-1437580-0 MSSA111EG E On Off On Gold
3-1437580-1 MSSA114D D On None On Silver
3-1437580-2 MSSA114E E On Off On Silver

.112
(2.85)

0.25
(6.35)

.120
(3.05).470

(11.9)
.030

(7.62)
TYP.

.125
(3.18)
TYP.

.315
(8.00)

.110
(2.79)

.115
(2.92)

.200
(5.08)

.043
(1.09)

DIA. TYP.

.200
(5.08)
TYP.

.020
(.508)
TYP.

Tyco Alcoswitch Act. Code Pg. M5 ContactsElectronics
4-1437580-9 MSSA211NG N On None On Gold
5-1437580-2 MSSA214N N On None On Silver



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
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ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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