
-140

-130

-120

-110

-100

-90

-80

-70

-60

-50

100 1000 10000 100000

PCA1292A

Fixed Wireless Broadband Equipment
Point-to-Point Microwave Radio
Satellite Communication Systems

5
23

1292

-70

-105
-15

1.4
2

-40 to 85

Frequency Range

Harmonic Suppression (2nd, typ.)
Sideband Spurs (typ.)

Switching Speed (typ., adjacent channel)
Startup Lock Time (typ.)

Operating Temperature Range

Package Style cPLL

MHz

dBc
dBc

mSec
mSec
°C

Vdc
mA

Supply Voltage (Vcc, nom.)

Supply Current (Icc, typ.)
All specifications are typical unless otherwise noted and subject to change without notice.

PHASE NOISE (1 Hz BW, typical)
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PHASE LOCKED LOOP

FEATURES

APPLICATIONS

PERFORMANCE SPECIFICATIONS VALUE UNITS

POWER SUPPLY REQUIREMENTS

APPLICATION NOTES

1292

MHz
• Step Size: 1000 KHz

- Style PackagecPLL

•
•
•

•

A1Rev

• AN-107 : How to Solder Z-COMM VCOs / PLLs
• AN-200 : Mounting and Grounding of Z-COMM PLLs
• AN-201 : PLL Fundamentals          AN-202 : PLL Functional Description
NOTES:
Reference Oscillator Signal:  5 MHz<f osc<100 MHz
Frequency Synthesizer:  Analog Devices  -  ADF4113

9939 Via Pasar • San Diego, CA 92126
TEL (858) 621-2700   FAX (858) 621-2722

Power Output 0±2 dBm
Load Impedance 50
Step Size 1000 KHz

1250

1298- • Frequency Range:

- 1298

Ω

Charge Pump Output Current µΑ

Phase Noise @ 10 kHz offset (1 Hz BW, typ.) dBc/Hz



LOW COST - HIGH PERFORMANCE
PHASE LOCKED LOOP
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PCA1292A

VCO POWER CURVE, typ.

PAGE 2

PHYSICAL DIMENSIONS

  SIDE VIEW

Bottom
View 2
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Top View

       P1  RF OUTPUT
       P2  REFERENCE OSCILLATOR INPUT
       P3  CLOCK
       P4  DATA
       P5  LOAD ENABLE
       P6  LOCK DETECT
       P7  VCC
       P8  GROUND
       P9  NO CONNECTION

P10-12  GROUND

1. The inside radius of all 14 half holes at the perimeter of the board
are plated to provide a surface for the attachment of the PLL Module
to the motherboard. 5 pads are for grounding, 8 pads are for signal

interface.
2. The surface of the shield is tin-plated and may be soldered to.

The shield's base metal is brass.
3.The ground plane on the bottom side is ground and attaches to a
ground track on the top side of the board as well as to the shield.

4. Unless otherwise noted all dimensions are in inches.
5.Unless otherwise noted all tolerances are as follows:

 .xxx = ± .010
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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