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Introduction to ConnectEVE

The ConnectEVE board contains a FT800Q 

graphic controller and a 4.3" TFT color display 

AT043B35 with 480x272 pixel resolution. 

The display is driven by a HX8257A display 

controller capable of showing advanced 

graphical content. Each pixel can display 

262K different colors. TFT display is covered 

with a resistive touch panel which can be 

used as input device. The board is primarily 

designed to be used as an additional display 

on MikroElektronika Easy development 

boards. For further connectivity there are 

two headers (2X5 and 1X10). After testing 

and building the final program, this board can 

also be used in your final device. The board 

also contains mounting holes for easier 

integration into your designs.

2

1x10 header pinout:

1. CS - SPI chip selection line 
2. SCK - SPI clock line
3. MISO - SPI Master In Slave Out
4. MOSI - SPI Master Out Slave In
5. INT - Host interrupt
6. PD - Power down input
7. AUDIO+ - Audio out +
8. AUDIO- - Audio out - 
9. +3.3V - 3.3V power supply 
10. GND - Reference ground 

2x5 header pinout:
 
1. PD - Power down input
2. INT - Host interrupt
3. CS - SPI chip selection line 
4. SCK - SPI clock line
5. MISO - SPI Master In Slave Out
6. MOSI - SPI Master Out Slave In
7. NC - Not connected
8. NC - Not connected 
9. +3.3V - 3.3V power supply 
10. GND - Reference ground

3

1

1

480x272 pixel 4.3" color 
TFT display with LED back-
light, HX8257A controller 
and resistive touch panel.

2 3

Figure 1: ConnectEVE board Figure 2: ConnectEVE schematic
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Introduction to ConnectEVE

The ConnectEVE board contains a FT800Q 

graphic controller and a 4.3" TFT color display 

AT043B35 with 480x272 pixel resolution. 

The display is driven by a HX8257A display 

controller capable of showing advanced 

graphical content. Each pixel can display 

262K different colors. TFT display is covered 

with a resistive touch panel which can be 

used as input device. The board is primarily 

designed to be used as an additional display 

on MikroElektronika Easy development 

boards. For further connectivity there are 

two headers (2X5 and 1X10). After testing 

and building the final program, this board can 

also be used in your final device. The board 

also contains mounting holes for easier 

integration into your designs.

2

1x10 header pinout:

1. CS - SPI chip selection line 
2. SCK - SPI clock line
3. MISO - SPI Master In Slave Out
4. MOSI - SPI Master Out Slave In
5. INT - Host interrupt
6. PD - Power down input
7. AUDIO+ - Audio out +
8. AUDIO- - Audio out - 
9. +3.3V - 3.3V power supply 
10. GND - Reference ground 

2x5 header pinout:
 
1. PD - Power down input
2. INT - Host interrupt
3. CS - SPI chip selection line 
4. SCK - SPI clock line
5. MISO - SPI Master In Slave Out
6. MOSI - SPI Master Out Slave In
7. NC - Not connected
8. NC - Not connected 
9. +3.3V - 3.3V power supply 
10. GND - Reference ground

3

1

1

480x272 pixel 4.3" color 
TFT display with LED back-
light, HX8257A controller 
and resistive touch panel.

2 3

Figure 1: ConnectEVE board Figure 2: ConnectEVE schematic
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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