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The Piezo Alert is an advanced electronic audible signal device that emits a compelling sound with minimum current draw. This solid state device 
operates from as little as 3VDC to as much as 28VDC and is rated at 20mA. Sound output is proportional to input voltages and ranges from a 
minimum of 68dB to over 100dB at 28VDC at 1 ft. The piezo electronic contact points give it high reliability and an exceptional long life. The 
piezo alert signal operates in free air only. It is not compatible with under water applications. The recommended operating range is from -13°F to 
158°F (-25°C to 70°C). This UL recognized Piezo alert is available in two models: PAL-328N and PAL-328. Both models have a black finish.

The PAL-328N has a multi-functional mounting method. By simply unscrewing the face nut it can be inserted into any standard ¾” or 1¼” 
knockout hole. Screwing it back into place will provide solid mounting. Located on either side of the base are two loops. Insert screws into the 
loops and the unit can be surface mounted. The PAL-328 Model can only be installed utilizing the two loops with screws.

The PAL-328 series Piezo buzzers operate when an audible frequency is applied from a transistor to an oscillator plate containing a piezo-
electric element and metallic vibrating plate.  

It is important when installing the PAL Series Buzzer within any enclosed area to remove any obstruction in front of the buzzer. Any object too 
close to the buzzer may minimize the sound output.

•  Compelling sound on minimum current
•  Operates on 3V DC - 28V DC
•  High reliability and exceptional long life
•  Mulit-functional mounting method

Dimensions: inches (mm)

1 1/2”  (39.5)

1”  (25)

Specifications

Rated Voltage 3 - 28V DC

Rated Current 20mA max. at 28V DC
Power Output 93 dB at 1 meter

Operating Temperature -13°F - 158°F  (-25°C - 70°C)

Expected LIfe 250 hours
Starting Voltage 1.0 V Max.

Stock number: PAL-328 4050001
           PAL-328N 4050002
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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