
Environmental Specifications
Temperature Range: 
-55°C to +125°C.
Altitude: 80,000 ft. 
Shock: 150 G’s, 11 ± 1ms half-sine
wave.
Vibration (sinusoidal): 10 -80 Hz. at
0.06 inch DA; 80 - 3,000 Hz. at 20 G’s.
Sealing: MIL-STD-202, method 112,
condition C.
Materials:
Cover: Nickel.
Header: Kovar.
Pins: Kovar, gold plated.
Marking: Per MIL-R-83726.
Weight: 0.42 oz (12g) max.
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Product Facts
■ Fixed delay on operate timer 
■ 300mA output
■ CMOS digital design
■ Voltage surge protection
■ Qualified to MIL-R-83726/13

Part Numbering System

Typical Part Number 6001 –6002 C
Model Number:
6001 = Fixed timer, -55°C to +125°C
Timing Code:
Four-digit code for any value between 50ms and 600s.
The timing code consists of four digits and gives the time in ms. The first 
three digits are the significant figures and the last digit is the number of zeros
following the significant figures; thus 50 ms would be coded 0500, 1.1 s 
would read 1101, and 1 m (60 s) would be 6002.
Optional Suffix:
C = Commercial version equivalent to M83726/13.

6001 Series Delay On Operate Digital Timing Module
Fixed Timing, Solid State Output

Electrical Specifications
Timing Range: 50 ms to 600 s.
Timing Accuracy: ±10% of nominal
timing under all conditions of input
voltage and environmental extremes.
Recycle Characteristics:
Before Time Out: A power interruption
occuring after the start but before
completion of the timing cycle shall be
for a duration of 0.5% of the nominal
time delay or 10ms, whichever is
greater, to ensure a loss in timing of no
greater than 10%.
After Time Out: A power interruption
of 0.5% of the nominal time delay or
10ms, whichever is greater, will initiate a
new timing cycle with a loss in timing of
no greater than 5%.
Input Data:
Input Voltage: 28Vdc, nominal; 
range 18 to 31Vdc.
Current Drain (at 25°C, 28Vdc): 
10mA (max.), plus load current.
Reverse Polarity Protection: 
The timer will not be damaged or operate
when input voltage polarity is reversed.
Output Data: 
Configuration: 1 Form A (SPST-NO)
solid state switch closure to ground.
Load Ratings: 
Resistive: 300mA @ +25°C, derated to
100mA @ +125°C. 
Inductive: Three MIL-R-5757/9 relays
(any relay with 26.5Vdc coil). 
Lamp Load: Two MS25237-327 lamps
per MIL-L-6363.
Load Suppression: Suppression for
inductive loads for output protection is
provided within the unit.
Voltage Drop: 2.5Vdc, max. @ -55°C
and +25°C; 2.0 Vdc, max., @ +125°C.
Leakage Current: 1µA, max.  @
+25°C, 10µA, max. @ +125°C.
Insulation Resistance: 1,000
megohms, min., @  500Vdc, measured
between all terminals tied together to the
case.
Dielectric Strength: 500Vrms, 60 Hz.,
at sea level, measured between all
terminals tied together to the case.
Transients: 
Voltage Surge: Per MIL-STD-704A,
figure 9, limit 1, for category B
equipment.
Self-generated Spikes: ±10V.

A typical part number would be 6001–6002C. This solid state output timing module
has a time delay of 60s at 28Vdc and is the commercial equivalent to M83726/13.
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CII 6001 series delay on
operate timer modules are
miniature devices combining
solid state timing circuits with
solid state switch outputs in
robust hermetically sealed  DIP
enclosures. The 1 Form A
(SPST-NO) switch is rated
300mA.
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COLORED BEAD
14 PINS GOLD PLATE PER
MIL-G-45204,  TYPE II, CLASS I,
UNDERPLATING, NICKEL 50 TO
150 MICROINCHES THICK.
3 TERMINALS FOR 
CIRCUIT CONNECTIONS

Outline Dimensions

Wiring Diagram
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PIN 10 IS ACTIVE. DO NOT CONNECT.
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Special Notes:
• Load is connected between B+ and terminal designated. Delay begins upon 

application of power to terminals (B+ and B–).
• Always consult latest military specification for changes and additional information.



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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