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The compact, analog-enabled RabbitCore is designed for 
embedded applications that require analog functionality

RABBITCORE®
RCM3400 SERIES

BENEFITS
– Rabbit 3000 microprocessor at 30 MHz

– Up to 512K Flash/512K SRAM

– 8 channel 12-bit A/D with programmable gain

– 47 digital I/O and 5 serial ports (IrDA, HDLC,   
 asynch, SPI)

– MAC ID installed

– Compact size simplifies integration

– Ready-made platform for fast time-to-market, up  
 to 3 months of design integration time savings

– Low-cost embedded microprocessor module
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The RabbitCore RCM3400 series, featuring the Rabbit® 3000 
microprocessor, is designed for embedded control and 
monitoring applications requiring analog functionality. Its 
small size and ease of use when paired with Dynamic C® allow 
engineers to develop a control and monitoring solution for 
many of today’s embedded applications.

The Ethernet-ready RCM3400 series comes pre-assigned with 
a MAC ID, along with a development board 10Base-T reference 
design. Built-in low EMI features, including a clock spectrum 
spreader, practically eliminate EMI problems, helping to pass 
CE and RF emissions tests. 

Rabbit hardware and Dynamic C are designed in a 
complementary fashion for maximum performance and 
ease of use in embedded systems. The additional software 
components in Dynamic C allow you to add functionality for 
embedded application customization.
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SPECIFICATIONS RCM3400                                                 I  RCM3410
FEATURE

MICROPROCESSOR Rabbit® 3000 at 30 MHz

FLASH MEMORY 512K 256K

SRAM 512K 256K

BACKUP BATTERY Connection for user-supplied backup battery (to support RTC and SRAM)

ANALOG INPUTS
-  A/D CONVERTER RESOLUTION
-  A/D CONVERSION TIME   
(INCLUDING 120 ΜS RAW COUNT AND DYNAMIC C)

8 channels single-ended or 4 channels differential Programmable gain 1, 2, 4, 5, 8, 10, 16, and 20 V/V

12 bits (11 bits single-ended)

180 μs

GENERAL-PURPOSE I/O 

47 parallel digital I/0 lines:
• 41 configurable I/O
• 3 fixed inputs
• 3 fixed outputs

ADDITIONAL INPUTS Startup mode (2), reset in, CONVERT

ADDITIONAL OUTPUTS Status, reset out, VREF

AUXILIARY I/O BUS Can be configured for 8 data lines and 6 address lines (shared with parallel I/O lines), plus I/O read/write

SERIAL PORTS

5 shared high-speed, CMOS-compatible ports:
• All 5 configurable as asynchronous, 3 as clocked serial (SPI), and 2 as SDLC/HDLC
• 1 asynchronous serial port dedicated for programming
• Support for MIR/SIR IrDA transceiver

SERIAL RATE Maximum asynchronous baud rate = CLK/8

SLAVE INTERFACE A slave port allows the RCM3400 to be used as an intelligent peripheral device slaved to a master processor, 
which may either be another Rabbit 3000 or any other type of processor

REAL-TIME CLOCK Yes

TIMERS Ten 8-bit timers (6 cascadable), one 10-bit timer with 2 match registers

WATCHDOG/SUPERVISOR Yes

PULSE-WIDTH MODULATORS 10-bit free-running counter and four pulse-width registers

INPUT CAPTURE 2-channel input capture can be used to time input signals from various port pins

QUADRATURE DECODER 2-channel quadrature decoder accepts inputs from external incremental encoder modules

POWER 3.0–3.45 VDC @ 29.4 MHz, 2.8–3.45VDC @ 14.7 MHz 97 mA @ 3.3V, 29.4 MHz; 57 mA @ 3.0V, 14.7 MHz

OPERATING TEMPERATURE -40° C to +85° C

HUMIDITY 5% to 95%, non-condensing

CONNECTORS Two 2 × 17, 1.27 mm pitch

BOARD SIZE 1.160” × 1.375” × 0.31” (29.5 mm ×34.9 mm × 7.9 mm)

PART NUMBERS DESCRIPTION

20-101-0561 RCM3400

20-101-0562 RCM3410

101-0587 RCM3400 RabbitCore Development Kit

91001604
C1/915
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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