
9162 Slide-In SIM Card Connector

Standard SMT Contact Layout Narrow SMT Contact Layout
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GENERAL DESCRIPTION
The standard SIM connector is specifically designed for handheld devices
requiring secure subscriber identification.
Following on from the introduction of our standard SIM block with an offering
of 3 standard heights, 0.80mm, 1.60mm, or 2.40mm, AVX is now adding 
another standard to the 9162 series SIM connectors, the slide-in SIM.
Unlike SIM blocks which require SIM card guides to aid insertion, removal and
retention of the SIM card, the slide-in SIM has guides as part of the connector
mold design.
Contacts are stamped, gold plated, rated 0.5A, and 5000 mechanical cycles.
Our contact design is specifically rounded to avoid any possible damage
 during and after card insertion to the card itself, assuming normal use. The
design also incorporates protection features to avoid contact damage during
this operation such as contact snagging.
Please contact the appropriate sales office for further details of this service.

KEY FEATURES AND BENEFITS
•  Produced for use with mini SIM cards. 
•  The insulator is molded from high temperature plastic enabling the

 connector to be used in convection or infrared soldering processes.
•  Supplied on tape and reel packaging for pick and place assembly.
•  The all plastic design, assuming normal use prevents damage to the 

SIM card on insertion.
•  Optional SMT contact size:

Standard SMT contact size – 1.60mm x 1.60mm
Narrow SMT contact size – 1.05mm x 0.60mm

•  RoHS Compliant available.
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HOW TO ORDER

SECTION Z-Z

+0.00 /+0.15
(0.000 / +0.006)

0.60 ±0.10
(0.024 / +0.004)

6.05
(0.238)

12.02
(0.473)

0.20   H

H
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1.75 (0.069)
CONNECTOR

HEIGHT

5.10 – 5.60
(0.201 – 0.220)

12.9 – 13.4
(0.508 – 0.528)

Z

Z
T T

16.4 (0.646)

11.4 (0.449)

15.7
(0.618)

15.2
(0.598)

4.85
(0.191)
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SECTION T-T

0.60
(0.024)

0.93
(0.037)

15.1 (0.594)

Connector Height 1.75mm

9162 Slide-In SIM Card Connector

00

Prefix
00 = Standard
58 = Special

9162

Series

006

No. of Contacts
006 = 6

SIM Type
20 = Standard SMT 

Footprint
21 = Narrow SMT

Footprint

2X 6

Plating Options
Selective Gold, 

Pure Tin Tail

XXX

Connector Height
XXX refers to 

Connector Height
175 = 1.75mm stack height

Standard Narrow
A 1.46 (0.057) 1.05 (0.041)

B 1.60 (0.063) 0.60 (0.024)
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9162 SIM Card Block

GENERAL DESCRIPTION
The standard SIM connector is specifically designed for handheld devices
requiring secure subscriber identification.
The connectors are available in a standard 6 pin configuration on a 2.54mm
pitch with a 0.8mm height.
Contacts are stamped, gold plated, rated at 0.5A, and 5000 mechanical
cycles.
Our contact design is specifically rounded to avoid any possible damage
 during and after card insertion to the card itself, assuming normal use. The 
design also incorporates protection features to avoid contact damage during
this operation such as contact snagging.
Please contact the appropriate sales office for further details.

KEY FEATURES AND BENEFITS
•  Produced for use with both full ISO cards and mini SIM cards. 
•  The insulator is molded from high temperature plastic enabling the

 connector to be used in convection or infrared soldering processes.
•  Supplied on tape and reel packaging for pick and place assembly.
•  RoHS Compliant.

0.8mm PCB Pad Layout

PCB PADS
(6 POSITIONS)

1.10 (0.043)
TYP

15.20 (0.598)

0.77 (0.030)
TYP

1.00
(0.039)

1.00
(0.039)

2 PITCHES 
@ 2.540 = 5.08
(0.100 = 0.200)
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Connector Height 0.8mm

Illustration of Pin Configuration

12.10 (0.476)

0.60
(0.024)

0.80
(0.031)

8.64 (0.340)

ALL CONTACT TAILS WITHIN
0.10mm COPLANARITY TOLERANCE

2 PITCHES 
@ 2.540 = 5.08
(0.100 = 0.200)

15.00 (0.591)

7.62 +0.25 -0
(0.300 +0.010 -0)

0.670 (0.026) 
REF TYP

0.19 (0.007)
TYP

1.00 (0.039)
TYP

PIN 1

PIN 1

HOW TO ORDER
00

Prefix

9162

Series

006

Number of Contacts

006

SIM Type
006 = Selective Gold,

Pure Tin Tail

080

Connector Height
080 = 0.8mm stack height

9162 SIM Card Block
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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