
Continental Device India Limited
An IS/ISO 9002 and IECQ Certified Manufacturer

PNP EPITAXIAL PLANAR SILICON TRANSISTOR         CD1585BC
        (9AW)
        TO-92
        BCE

        Marking : CD
        1585

        BC

ABSOLUTE MAXIMUM RATINGS(Ta=25deg C unless otherwise specified)
DESCRIPTION SYMBOL VALUE UNIT
Collector -Base Voltage BVCBO 20 V
Collector Emitter Voltage BVCEO 20 V
Emitter Base Voltage BVEBO 6.0 V
Collector Current IC 2.0 A
Collector Current Peak ICP* 5.0 A
Collector Power Dissipation PC 0.4 W
Operating And Storage Junction Tj, Tstg -55 to +150 deg C
Temperature Range
*Single Pulse Pw=10ms
ELECTRICAL CHARACTERISTICS (Ta=25 deg C Unless Otherwise Specified)
DESCRIPTION SYMBOL TEST CONDITION MIN TYP MAX UNIT
Collector Base Voltage VCBO IC=50uA, IE=0 20 - V
Collector Emitter Voltage VCEO IC=1mA, IB=0 20 - V
Emitter Base Voltage VEBO IE=50uA, IC=0 6 - V
Collector Cut off Current ICBO VCB=20V, IE=0 - - 0.1 uA

ICEO VCE=20V, IB=0 1 uA
Emitter Cut off Current IEBO VEB=5V, IC=0 - - 0.1 uA
DC Current Gain hFE  VCE=2V, IC=0.1A 250 - 500

VCE=2V, IC=2A 155 - -
Collector Emitter Saturation Voltage VCE(Sat) IC=2A, IB=0.1A - - 1 V
Dynamic Characteristics  
Transition Frequency ft VCE=2V,IC=0.5A, - 150 - MHz

f=100MHz
Collector Output Capacitance Cob VCB=10V, IE=0 - 35 - pF

f=1MHz

IS/ISO 9002
Lic# QSC/L- 000019.2

IS / IECQC 700000
IS / IECQC 750100
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TO-92 Transistors on Tape and Ammo Pack

TO-92 Plastic Package

TO-92 Bulk
TO-92 T&A

1K/polybag
2K/ammo box

200 gm/1K pcs
645 gm/2K pcs

3" x 7.5" x 7.5"
12.5" x 8" x 1.8"

  5.0K
  2.0K

17" x 15" x 13.5"
17" x 15" x 13.5"

  80.0K
  32.0K

23 kgs
12.5 kgs

PACKAGE
Net Weight/QtyDetails

STANDARD PACK INNER CARTON BOX
Qty

OUTER CARTON BOX
Qty Gr WtSize Size

Packing Detail

CUM U LATIVE PIT CH 
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BOT TOM  O F C LINCH
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t1 0.3 - 0 .6

BOD Y W IDT H
BOD Y H EIG HT
BOD Y T HICKNESS
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FEED HO LE CENTR E TO
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DISTAN CE BET WEEN O UTER
LEADS
CO M PONENT  ALIGN M EN T          
TAPE W IDTH

HO LD-D OW N TAPE W IDT H
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LEAD W IRE CLINCH H EIG HT
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REM ARKS

NOTES
1 .  M A X IM U M  A L IG N M E N T  D E V IAT IO N  B E T W E E N  L E A D S  N O T  TO  B E  G R E AT E R  T H A N  0 .2  m m .
2 .  M A X IM U M  N O N -C U M U L AT IV E  VA R IAT IO N  B E T W E E N  TA P E  F E E D  H O L E S  S H A L L  N O T  E X C E E D  1  m m  IN  2 0
     P IT C H E S .
3 .  H O L D D O W N  TA P E  N O T  T O  E X C E E D  B E Y O N D  T H E  E D G E (S )  O F  C A R R IE R  TA P E  A N D  T H E R E  S H A L L  B E  N O
     E X P O S U R E  O F  A D H E S IV E .
4 .  N O  M O R E  T H A N  3  C O N S E C U T IV E  M IS S IN G  C O M P O N E N T S  A R E  P E R M IT T E D .
5 .  A  TA P E  T R A IL E R , H AV IN G  AT  L E A S T  T H R E E  F E E D  H O L E S  A R E  R E Q U IR E D  A F T E R  T H E  L A S T  C O M P O N E N T.
6 .  S P L IC E S  S H A L L  N O T  IN T E R F E R E  W IT H  T H E  S P R O C K E T  F E E D  H O L E S .

All dim ensions in m m  unless specified otherwise

Ammo Pack Style
Ad hesive Tape  o n Top Side
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D IM MIN. MAX.

A 4.32 5.33

B 4.45 5.20

C 3.18 4.19

D 0.41 0.55

E 0.35 0.50

F 5 DEG

G 1.14 1.40

H 1.14 1.53

K 12.70 —

PIN CONFIGURATION 
1.   BASE
2.   COLLECTOR
3.   EMITTER
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Disclaimer

Notes

The product information and the selection guides facilitate selection of the CDIL's Discrete Semiconductor Device(s) best suited
for application in your product(s) as per your requirement. It is recommended that you completely review our Data Sheet(s) so as
to confirm that the Device(s) meet functionality parameters for your application. The information furnished on the CDIL Web
Site/CD is believed to be accurate and reliable. CDIL however, does not assume responsibility for inaccuracies or incomplete
information. Furthermore, CDIL does not assume liability whatsoever, arising out of the application or use of any CDIL product;
neither does it convey any license under its patent rights nor rights of others. These products are not designed for use in life
saving/support appliances or systems. CDIL customers selling these products (either as individual Discrete Semiconductor
Devices or incorporated in their end products), in any life saving/support appliances or systems or applications do so at their own
risk and CDIL will not be responsible for any damages resulting from such sale(s).

CDIL strives for continuous improvement and reserves the right to change the specifications of its products without prior notice.

CDIL is a registered Trademark of

Continental Device India Limited
C-120 Naraina Industrial Area, New Delhi 110 028, India.

Telephone + 91-11-579 6150   Fax + 91-11-579 9569, 579 5290
e-mail sales@cdil.com      www.cdil.com
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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