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INSULATION ADJUSTMENT PROCEDURES FOR 670 SERIES TERMINAL DIES 

 
1. Use the supplied hex wrench to loosen 

the clamping screws on the movable die 
ONLY (See Figure 1). The clamping 
screws have retaining rings on them, so 
that they cannot be removed 
completely.  DO NOT remove the 
retaining rings or the screws. 

2. Move the adjustable insulation crimp 
insert to align the adjustment marks to 
the OPEN position.  Slide the insert up 
and down slightly to ensure full 
engagement of the crimp height steps 
(See Figure 1 - Detail A). 

3. Re-tighten the clamping screws. 
4. Insert an appropriate size sample 

terminal for the die into the locator (See 
Figure 2). 

5. Insert an appropriate size 
UNSTRIPPED wire sample into the 
insulation portion of the crimp barrel 
ONLY (See Figure 2).  DO NOT allow 
the wire to enter the conductor portion of 
the crimp barrel. 

6. Cycle the crimp tool fully. 
7. Withdraw the crimped sample and flex 

the wire three times (See Figure 3).  If 

the wire is loose, or pulls out, repeat 
steps 1 thru 6 setting the adjustment to 
the CENTER position, and if necessary, 
to the CLOSED position. 

8. When the sample wire is held firmly 
after flexing, check the insulation 
envelope to ensure no cuts have 
occurred in the sheathing. 
 
NOTE:  Should the terminal fail to meet 
the above test, consult the terminal, and 
wire manufacturer to ensure that the 
appropriate components are being used. 
 

9. The die is now ready for line service.  
Be sure the wire which was used in the 
preceding steps is consistent with wire 
used in line service. 
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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