
IF(AV) 180° Sin.
Conduction
@ TC  =  97° C

VRRM range 200/  600 V

IF(RMS) 135 A

VF @ 70A, TJ = 25°C 1.33 V

trr @ 1A, -100A/µs 70 ns

TJ range - 40   to 150 °C

Characteristics 70EPF.. Units

70 A

Major Ratings and Characteristics Description/Features

FAST SOFT RECOVERY
RECTIFIER DIODE

Bulletin   I2154   rev. C   12/02

VF< 1.33V @ 70A
t rr = 70ns

VRRM 200/ 600V

QUIETIR  Series
70EPF..

1

The 70EPF.. fast soft recovery QUIETIR rectifier series
has been optimized for combined short reverse recovery
time and low forward voltage drop.
The glass passivation ensures stable reliable operation in
the most severe temperature and power cycling conditions.
Available in the new  PowIRtab TM package, this new series
is suitable for a large range of applications combining
excellent die to footprint ratio and sturdeness connectivity
for use in high current environments.
Typical applications are both:

Output rectification and freewheeling in
inverters, choppers and converters
Input rectifications where severe
restrictions on conducted EMI should be met.

Case Styles

70EPF.. 70EPF..J

(*)   for higher voltage up to 1600V contact factory

www.irf.com
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IF(AV) Max. Average Forward Current 70 A @ TC = 97° C, 180° conduction half sine wave

IFSM Max. Peak One Cycle Non-Repetitive 850 A 10ms Sine pulse, rated VRRM applied

Surge Current 1000 10ms Sine  pulse, no voltage reapplied

I2t Max. I2t for fusing 3600 A2s 10ms Sine pulse, rated VRRM applied

5100 10ms Sine pulse, no voltage reapplied

I2√t Max. I2√t for fusing 51000 A2√s 10ms, no voltage reapplied

VRRM , maximum VRSM , maximum non repetitive IRRM
peak reverse voltage peak reverse voltage 150°C

V V mA
70EPF02 200 300 13

70EPF04 400 500

70EPF06 600 700

Voltage Ratings

Part Number

VFM Max. Forward Voltage Drop 1.33 V @ 70A, TJ =   25°C

rt Forward slope resistance 3.65 mΩ

VF(TO) Threshold voltage 0.918 V

I RM Max. Reverse Leakage Current 0.1 mA TJ =   25 °C

13 TJ = 150 °C

Electrical Specifications

TJ =   150°C

VR = rated VRRM

Absolute Maximum Ratings
Parameters 70EPF..  Units Conditions

Parameters 70EPF..  Units Conditions

Recovery Characteristics

trr Reverse Recovery Time 200 ns IF @ 70Apk

Irr Reverse Recovery Current 4 A @ 25A/ µs

Qrr Reverse Recovery Charge 0.67 µC @ 25°C

S Snap Factor 0.5

Parameters 70EPF..  Units Conditions
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TJ Max. Junction Temperature Range - 40 to 150 °C

Tstg Max. Storage Temperature Range - 40 to 150 °C

RthJC Max. Thermal Resistance Junction 0.35 °C/W DC operation
to Case

RthJA Max. Thermal Resistance Junction 40 °C/W
to Ambient

RthCS Typical Thermal Resistance, Case to 0.2 °C/W Mounting surface , smooth and greased
Heatsink

wt Approximate Weight 6 (0.21) g (oz.)

T Mounting Torque Min. 6 (5)
Max. 12 (10)

Case Style                         PowIRtabTM

Thermal-Mechanical Specifications
Parameters 70EPF..  Units Conditions

Kg-cm
(Ibf-in)

Fig. 1 - Current Rating Characteristics Fig. 2 - Current Rating Characteristics

Fig. 3 - Forward Power Loss Characteristics Fig. 4 - Forward Power Loss Characteristics
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Fig. 5 - Maximum Non-Repetitive Surge Current Fig. 6 - Maximum Non-Repetitive Surge Current

Fig. 7 - Forward Voltage Drop Characteristics

Fig. 9 - Recovery Time Characteristics, TJ = 150°CFig. 8 - Recovery Time Characteristics, TJ = 25°C
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Fig. 14 - Thermal Impedance Z thJC Characteristics

Fig. 10 - Recovery Charge Characteristics, TJ = 25°C
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Fig. 11 - Recovery Charge Characteristics, TJ = 150°C
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Fig. 12 - Recovery Current Characteristics, TJ = 25°C Fig. 13 - Recovery Current Characteristics, TJ = 150°C
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Outline Table

Case Style    PowIRtabTM

Dimensions in millimeters and (inches)

Case Style    PowIRtabTM  "J" version
Dimensions in millimeters and (inches)
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Ordering Information Table

70 E P F 06 J
Device Code

1 52 43

1 - Current Rating

2 - Circuit Configuration:
E = Single Diode

3 - Package:
P = TO-247AC

4 - Type of Silicon:
F = Fast Recovery

5 - Voltage code: Code x 100 = VRRM  (*)

6 - none = PowIRtabTM standard

65 J = Short Lead Version6

02 = 200V
04 = 400V
06 = 600V

6

(*)   for higher voltage up to 1600V contact factory

Base Cathode

1

Anode
2

IR WORLD HEADQUARTERS: 233 Kansas St., El Segundo, California 90245, USA Tel: (310) 252-7105
TAC Fax: (310) 252-7309

Visit us at www.irf.com for sales contact information.  12/02

Data and specifications subject to change without notice.
This product has been designed and qualified for Industrial Level.

Qualification Standards can be found on IR's Web site.



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
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ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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