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Use with thermocouple thermometers and
multimeters with Type K and Type J functions

Temperature Probes

TP870

TP882

TP873

872502

801515

881602

871515

881605

881616

TP875

Bead Wire Type K and J Temperature Probes
• TP870 ............Bead wire; 39" (1m) cable; subminiature
Type K connector; (-40 to 482°F/-40 to 250°C);

• 872502..........Bead Wire; 39" (1m) cable; subminiature Type J connector;
Range (-40 to 392°F/-40 to 200°C)

• TP873 ............Bead wire; 36" (.91m) cable; subminiature Type K
with banana connector; Range (-22 to 572°F/-30 to 300°C)

• TP873-5M.....Bead wire; 16.4ft (5m) cable; subminiature Type K
with banana connector; Range (-22 to 572°F/-30 to 300°C)

• TP875 ............High temperature bead wire probe; 39" (1m) cable; subminiature
Type K with banana connector; Range (-58 to 1000°F/-58 to 538°C)

Type K and J Temperature Probes

Penetration
• TP882 ...... 5.9" (150mm) High Temperature Penetration Probe;
Stainless steel 304; 72" (183cm) cable; probe diameter 0.13" (3.3mm);
Type K, Range (-40 to 1000°F/-40 to 538°C)

General Purpose
• 871515 .... 4" (100mm) General Purpose Probe; 39" (1m) cable; probe
diameter 0.126" (3.2mm);Type K, Range (-40 to 1292°F/-40 to 700°C)

• 881605 .... 5.9" (150mm) General Purpose Probe; Stainless steel 316;
78.7" (200cm) coiled cable; probe diameter 0.126" (3.2mm);Type K,
Range (-40 to 1472°F/-40 to 800°C)

• 801515 .... 4" (150mm) General Purpose Probe; 44"(112cm) cable;
diameter 0.126" (3.2mm); Type J, Range (-40 to 842°F/-40 to 450°C)

Immersion
• 881603 .... 5.9" (150mm) Immersion Probe; Stainless steel 316;
78.7" (200cm) coiled cable; diameter 0.126" (3.2mm); Type K,
Range (-40 to1472°F/-40 to 800°C)

Surface
• 881602 .... 5.7" (144.7mm) Surface Probe; Stainless steel 304;
78.7" (200cm) coiled cable; diameter 0.314" (8mm); Type K,
Range(-40 to 932°F/-40 to 500°C)

• 881616 .... Magnetized Type K Surface Probe with subminiature connector; 6' teflon
cable with strain relief, 1" x 0.75" surface area; Range -40°F to 482°F (-40°C to 250°C);
Includes replacement temperature element

881603
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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