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MRC Series, 500m Amp  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .page I2

MRJ Series, 0.4 VA  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .page I5

6000 Series  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .page I8

� Wire hooking versions:
MRC Series

� PCB versions:
MRJ and 6000 Series

Main features:
�  Adjustable stop on 1, 2 and 3 pole

�  Different output coding

�  Wiping contacts

�  Metal shaft

�  with or without knob

�  PCB terminal versions

�  Splashproof versions

Rotary Switches
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Features

� 36° throw

� Adjustable stop on 1, 2, and 3 pole

� Insert molded terminals

� Wiping contacts

Product key Typical product key MRC 110 04

Type

MRC Rotary switches, 500m Amp

Number of poles, positions

110 1 pole, 2 to 10 positions 33 3 poles, 2 to 3 positions

25 2 poles, 2 to 5 positions 42 4 poles, 2 positions (fixed)

Knob

S shaft, no knob blank knob included

Material

04 RoHS compliant

Typical performance characteristics
Contact timing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . non-shorting

Contact rating . . . . . . . . . . . . . . 500 mA @ 125 VAC or 28 VDC resistive

Electrical life . . . . . . . . . . . . . . up to 10,000 cycles @ full contact rating

. . . . . . . . . . . . . . . . . . . . . . . up to 25,000 cycles @ 150 mA @125 VAC

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . or 250 mA @ 28 VDC

Contact resistance, initial . . . . . . . . . . . . . . . . . . . . . . . 50 mOhms max.

Insulation resistance. . . . . . . . . . . . . . . . . . . . . . . . . . . 100 MOhms min.

Dielectric strength . . . . . . . . . . . . . . . . . . . . . . . 1,000 Vrms @ sea level

Rotation torque . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.8 Ncm max

Plunger/actuator travel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36°

Environmental specification
Operating temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . -20°C to 80°C

Storage temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . . -20°C to 100°C

Solder heat resistance . . . . . . . . . . . . . . . manual: 270°C for 3 seconds

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . wave:   245°C for 3 seconds

Material specifications
Contacts. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . silver

Case material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . aluminum

Actuator material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . brass

Terminals/fixed contacts. . . . . . . . . . . . . . . . . . . . . . . silver plated brass

Terminal seal . . . . . . . . . . . . . . . . . . . . . . . . . . insert molded, DAP base

Bushing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . nickel plated brass

Rotary Switches

MRC Series, 500m Amp
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Number of poles, positions

110  1 pole, 2-10 positions, shaft without knob

110  1 pole, 2-10 positions, with knob

25  2 pole, 2-5 positions, shaft without knob

25  2 pole, 2-5 positions, with knob

33  3 pole, 2-3 positions, shaft without knob

0.61
(15.5)
DIA. 0.13

(3.30)
DIA.

0.75
(19.1)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.26
(6.60)

0.23
(5.84)

0.03 x 0.04Dp
(0.76 x 1.02Dp)

1/4-40 UNS2-A

3
1

2

3

1
2

3

1

2

0.12
(3.05)
DIA.

0.37
(9.40)
DIA.

36
TYP.

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

2

3

3

3

2

2

2C

1C

3C

1

1

MRC33S04

0.64
(16.26)

0.56
(14.2)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.33
(8.38)

1/4-40 UNS2-A

0.12
(3.05)

0.26
(6.60)

0.60
(15.2)

1
2

3

4

5
1

2

3

4

5

0.12
(3.05)
DIA.

0.37
(9.40)
DIA.

36
TYP.

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

5

4

1

3

3

2

2C

1C4

5

2

Knob not sold
separately

MRC2504

0.61
(15.5)
DIA. 0.13

(3.30)
DIA.

0.75
(19.1)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.26
(6.60)

0.23
(5.84)

0.03 x 0.04Dp
(0.76 x 1.02Dp)

1/4-40 UNS2-A

1
2

3

4

5
1

2

3

4

5

0.12
(3.05)
DIA.

0.37
(9.40)
DIA.

36
TYP.

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

5

4

1

3

3

2

2C

1C4

5

2

MRC25S04

0.64
(16.26)

0.56
(14.2)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.33
(8.38)

1/4-40 UNS2-A

0.12
(3.05)

0.26
(6.60)

0.60
(15.2)

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

5

9

6

3

8

2

1

1C

4

10

7

0.12
(3.05)
DIA.

0.37
(9.40)
DIA. 7

8

9

10 1
2

3

36
TYP.

4

5
6

* Two common terminals

 are internally shorted. 

Use either one.
Knob not sold separately

MRC11004

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

5

9

6

3

8

2

1

1C

4

10

7

0.12
(3.05)
DIA.

0.37
(9.40)
DIA. 7

8

9

10 1
2

3

36
TYP.

4

5
6

* Two common terminals

 are internally shorted. 

Use either one.

0.61
(15.5)
DIA. 0.13

(3.30)
DIA.

0.75
(19.1)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.26
(6.60)

0.23
(5.84)

0.03 x 0.04Dp
(0.76 x 1.02Dp)

1/4-40 UNS2-A
MRC110S04

Rotary Switches

MRC Series, 500m Amp (Continued)
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33  3 pole, 2-3 positions, with knob

42  4 pole, 2 positions, shaft without knob

42  4 pole, 2 positions, with knob

Mounting

Product key Poles Positions Knob Part Number

MRC11004 1 pole 2 to 10 yes 1825495-1

MRC110S04 no 1825496-1

MRC2504 2 pole 2 to 5 yes 1825497-1

MRC25S04 no 1825498-1

MRC3304 3 pole 2 to 3 yes 1825499-1

MRC33S04 no 1825500-1

MRC4204 4 pole 2 (fixed) yes 1825501-1

MRC42S04 no 1825502-1

.232
(5.89)

.236
(5.99)

.254
(6.45)
.250

(6.35)
DIA.

.244
(6.20)

.254
(6.45)
.250

(6.35)
DIA.

.093
(2.36)
DIA.

0.64
(16.26)

0.56
(14.2)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.33
(8.38)

1/4-40 UNS2-A

0.12
(3.05)

0.26
(6.60)

0.60
(15.2)

Knob not sold
separately1

2

1

2

1
2

1

2

36

18
0.12

(3.05)
DIA.

0.37
(9.40)
DIA.

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

2

2

2

2

2C

1C

3C

1 1

4C

MRC4204

0.61
(15.5)
DIA. 0.13

(3.30)
DIA.

0.75
(19.1)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.26
(6.60)

0.23
(5.84)

0.03 x 0.04Dp
(0.76 x 1.02Dp)

1/4-40 UNS2-A

1
2

1

2

1
2

1

2

36

18
0.12

(3.05)
DIA.

0.37
(9.40)
DIA.

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

2

2

2

2

2C

1C

3C

1 1

4C

MRC42S04

0.64
(16.26)

0.56
(14.2)

0.60
(15.2)

0.40
(10.2)

0.21
(5.30)

0.04
(1.02)
TYP.

0.33
(8.38)

1/4-40 UNS2-A

0.12
(3.05)

0.26
(6.60)

0.60
(15.2)

Knob not sold
separately

SHAFT ROTATED TO

FULL CCW STOP

MOUNTING BUSHING

DIAGRAM LOOKING

AT SHAFT END

2

3

3

3

2

2

2C

1C

3C

1

1

3
1

2

3

1
2

3

1

2

0.12
(3.05)
DIA.

0.37
(9.40)
DIA.

36
TYP.

MRC3304

Rotary Switches

MRC Series, 500m Amp (Continued)
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Features

� 30° throw

� PC mount

� Splashproof versions

Product key Typical product key MRJ B 112 04

Type

MRJ Rotary switches, 0.4 VA

Actuator shaft

blank standard shaft E standard shaft, splashproof

B screwdriver slot, splashproof

Number of poles, positions

standard

112 1 pole, 2 to 12, adjustable or continuous rotation

26 2 poles, 2 to 6, adjustable

34 3 poles, 2 to 4, adjustable

43 4 poles, 2 to 3, adjustable

splashproof

112 1 pole, 12 continuous rotation (splashproof)

26 2 poles, 6 fixed (splashproof)

34 3 poles, 4 fixed (splashproof)

43 4 poles, 3 fixed (splashproof)

Material

04 RoHS compliant

Typical performance characteristics
Contact timing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . non-shorting

Contact rating. . . . . . . . . . . . . . . . . 0.4 VA max. @ 20 VDC or peak VAC

Electrical life . . . . . . . . . . . . . . up to 10,000 cycles @ full contact rating

. . . . . . . . . . . . . . . . . . . . . . . . . . up to 30,000 cycles @ 0.1 mA,12 VDC

Contact resisitance, initial . . . . . . . . . . . . . . . . . . . . . . . 30 mOhms max.

Insulation resistance . . . . . . . . . . . . . . . . . . . . . . . . 10,000 MOhms min.

Dielectric strength . . . . . . . . . . . . . . . . . . . . . . . 1,000 Vrms @ sea level

Rotation torque . . . . . . . . . . . . . . . . . . . . . . 100 Nmm (14 inch oz) max.

Plunger/actuator travel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30°C

Environmental specification
Operating temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . -20°C to 70°C

Storage temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -20°C to 70°C

Solder heat resistance . . . . . . . . . . . . . . . . 285°C ± 3°C for 15 seconds

Material specifications
Contacts . . . . . . . . . . . . . . . . . . . . . . . . . . . . gold plate over nickel plate

Case material. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . zinc die cast

Actuator material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . brass

Terminals/fixed contacts . . . . . . . . . . . . . . . . . . . . . . . . . . . . gold plated

Terminal seal . . . . . . . . . . . . . . . . . . . . . . . . . . . . molded-in epoxy base

Process seal . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . MRJB and MRJE

Rotary Switches

MRJ Series, 0.4 VA
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Actuator shaft

blank  standard shaft, adjustable

E  standard shaft, plashproof

B  screwdriver slot, splashproof

Mounting
¯ .472

BC15¡

(6X)

45¡ (4X)

30¡

(2X)

¯ .030

(13X)
¯ .472

BC

15¡

(8X)

45¡ (4X)
30¡ (3X)

¯ .030

(14X)

30¡

¯ .472

BC
15¡

(10X)

45¡ (4X)

¯ .030

(15X)
¯ .472

BC
15¡

(12X)

45¡ (4X)

¯ .030

(16X)

MRJ112 MRJ26 MRJ34 MRJ43

0.30
(7.62)

0.14
(3.56)

0.47
(11.9)

0.50
(12.7)

.040
(1.02)

0.31
(7.87)

.031
(0.79)

1
12

1
1

1
0

9

8 7
6

5
4

3

2

MRJB2604

1
1

2
33

3
3

3

44 15
TYP.

4
4

21

1

2

2
3

1
2

2

c

c

c
c 1

2
3

2
3

3

2

15
TYP.

2
3

12

4

3

1

1

c

c

c
c1

1
2

15
TYP.

c
1

2

11
9

3

7

4

MRJE112 MRJE26 MRJE34 MRJE43

15
TYP.

8
12

5

10

6

c

6
5

4

6
5

0.32
(8.13)

0.14
(3.56)

0.47
(11.9)

0.50
(12.7)

0.75
(19.0)

0.26
(6.60)0.13

(3.30)
DIA.

.040
(1.02)

0.21
(5.33)

.031
(.787)

1/4-40 UNS-2A

MRJE2604

1
1

2
33

3
3

3

44

15
TYP.

4
4

21

1

2

2
3

1
2

2

c

c

c
c 1

2
3

2
3

3

2

15
TYP.

2
3

12

4

3

1

1

c

c

c
c1

1
2

15
TYP.

c
1

2

11
9

3

7

4

MRJB112 MRJB26 MRJB34 MRJB43

15
TYP.

8
12

5

10

6

c

6
5

4

6
5

0.44
(11.2)

0.14
(3.56)

0.47
(11.9)

0.50
(12.7)

.040
(1.02)

0.75
(19.0)

0.26
(6.60)

0.21
(5.33)

.031
(.787)

0.13
(3.30)
DIA.

1/4-40 UNS-2A

MRJ2604

adjustable

shaft

1
1

2
33

3
3

3

44

15
TYP.

4
4

21

1

2

2
3

1
2

2

c

c

c
c 1

2
3

2
3

3

2

15
TYP.

2
3

12

4

3

1

1

c

c

c
c1

1
2

15
TYP.

c
1

2

11
9

3

7

4

MRJ112 MRJ26 MRJ34 MRJ43

15
TYP.

8
12

5

10

6

c

6
5

4

6
5

Rotary Switches

MRJ Series, 0.4 VA (Continued)
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Mounting

Product key Actuator shaft Poles Positions Pos. conditions Part Number

MRJ11204 standard shaft 1 pole 2 to 12 or 12 adjustable or cont. rot. 1825535-1

MRJ2604 2 pole 2 to 6 adjustable 1825535-2

MRJ3404 3 pole 2 to 4 1825535-3

MRJ4304 4 pole 2 to 3 1825535-4

MRJB11204 standard shaft 1 pole 12 continous rotation 1825536-1

MRJB2604 splashproof 2 pole 6 fixed 1825536-2

MRJB3404 3 pole 4 1825536-3

MRJB4304 4 pole 3 1825536-4

MRJE11204 screwdriver slot 1 pole 12 continous rotation 1825537-1

MRJE2604 splashproof 2 pole 6 fixed 1825537-2

MRJE3404 3 pole 4 1825537-3

MRJE4304 4 pole 3 1825537-4

.232
(5.89)

.236
(5.99)

.254
(6.45)
.250

(6.35)
DIA.

.244
(6.20)

.254
(6.45)
.250

(6.35)
DIA.

.093
(2.36)
DIA.

Rotary Switches

MRJ Series, 0.4 VA (Continued)
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Features

� Compact design

� Positive detent action

� Variety of outputs

� Large readable characters

6000 Series, rotary switches, pc mount

8 position, binary coded octal (BCO)  Part Numbers 435174-1, 1-435174-1

Pos0 1 2 3 4 5 6 7

C � � � � � � � �

1 � � � �

2 � � � �

4 � � � �

.750

[19.05]
Dia.

.220

[5.59]

.190

[4.83]

.750

[19.05]
Dia.

.190

[4.83]

.370

[9.40]

.220

[5.59]

Datum for

Slotted &

Bar Switches

Indexing Cursor

for Thumbwheel

Switch

.065 ± .001

[1.65 ± 0.03]
Dia. (5)

45° 

15° 

2

1

36 

.460 ± .010

[11.68 ± 0.25]
Dia.

This Hole for

Mechanical

Stability

60° 

C

4

screwdriver/coin actuated

Part Number 435174-1

bar type knob

Part Number 1-435174-1

recommended pc board

hole pattern (switch side)

Typical performance characteristics
Contact timing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . non-shorting

Contact rating. . . . . . . . . . . . . . . . . 0.4 VA max. @ 20 VDC or peak VAC

Electrical life . . . . . . . . . . . . . . . . . . . 10,000 cycles @ full contact rating

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30,000 cycles @ 0.1 mA,12 VDC

Contact resistance, initial . . . . . . . . . . . . . . . . . . . . . . . 30 mOhms max.

Insulation resistance . . . . . . . . . . . . . . . . . . . . . . . . 10,000 MOhms min.

Dielectric strength . . . . . . . . . . . . . . . . . . . . . . . 1,000 Vrms @ sea level

Rotation torque . . . . . . . . . . . . . . . . . . . . . . 100 Nmm (14 inch oz) max.

Plunger/actuator travel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30°

Product specification . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 108-7514

Instruction sheet . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 408-7523

Application specification. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 114-7005

Environmental specification
Operating temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . -18°C to 88°C

Storage temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -45°C to 88°C

Humidity . . . . . . . . . . . . . . . . . . . . . . . +40°C and 95% RH for 96 hours

Material specifications
Contacts . . . . . . . . . . . . . . . . phosphor bronze, gold over nickel plated

Solder tabs and pins . . . . . . . . . . . . . . . . . . beryllium copper, tin plated

Coded switches . . . . . . . . . . . . . . . . . . . . . . beryllium copper, tin plated

Single pole switches . . . . . . . . . . . . . . . . . . . . . . . . . . . brass, tin plated

Structural parts. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . thermoplastic
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Catalogue No. 8-1773450-9
Issued 09/2008

Dimensions are in mm and inches and
are shown for reference purposes only.

Specifications subject to change. www.tycoelectronics.com

10 position, binary coded decimal (BCD)  Part Numbers 435005-1, 435123-1, 435128-1

10 position, single pole  Part Numbers 1-435097-1, 2-435097-1, 435097-1, 435097-2

.750

[19.05]
Dia.

.220

[5.59]

.220

[5.59]

.750

[19.05]
Dia.

.190

[4.83]

.370

[9.40]

.220

[5.59]

.810

[20.75]
Dia.

.190

[4.83]
.360

[9.14]

.950

[24.13]
Dia.

Datum for

Slotted &

Bar Switches

Indexing Cursor

for Thumbwheel

Switch

.046 ± .003

[1.17 ± 0.08]
Dia. (11)

10 Sectors

at 36 

7.490 ± .010

[12.45 ± 0.25]
Dia.

6

.040

[1.016]

8

9

0

1

23

4

5
C

thumbwheel

Part Number 435097-1 (shown)

Part Number 435097-2 (with numbers 1-10)

screwdriver/coin actuated

Part Number 1-435097-1

bar type knob

Part Number 2-435097-1

recommended pc board

hole pattern (switch side)

P. 0 1 2 3 4 5 6 7 8 9

C � � � � � � � � � �

0 �

1 �

2 �

3 �

4 �

5 �

6 �

7 �

8 �

9 �

Pos. 0 1 2 3 4 5 6 7 8 9

C � � � � � � � � � �

1 � � � � �

2 � � � �

4 � � � �

8 � �

.370

[9.40]

.750

[19.05]
Dia.

.190

[4.83]

.220

[5.59]

.750

[19.05]
Dia.

.190

[4.83]

.220

[5.59]

.810

[20.57]
Dia.

.190

[4.83]

.360

[9.14]

.950

[24.13]
Dia.

.065± .001

[1.65 ± 0.03]
Dia. (5)

45°

15°

2

8

1.460± .010

[11.68 ± 0.25]
Dia.

60°

C

4

thumbwheel

Part Number 435128-1

screwdriver/coin actuated

Part Number 435005-1

bar type knob

Part Number 1-435123-1

recommended pc board

hole pattern (switch side)
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Catalogue No. 8-1773450-9
Issued 09/2008

Dimensions are in mm and inches and
are shown for reference purposes only.

Specifications subject to change. www.tycoelectronics.com

16 position, hexadecimal  Part Numbers 1-435167-1, 2-435167-1

Positions Actuator type Coding Part Number

10 screwdriver/coin single pole 1-435097-1

16 bar hexadecimal 1-435167-1

8 binary coded octal 1-435174-1

10 single pole 2-435097-1

16 thumbwheel hexadecimal 2-435167-1

10 screwdriver/coin BCD 435005-1

10 thumbwheel single pole 435097-1

10 bar BCD 435123-1

8 screwdriver/coin binary coded octal 435174-1

.920

[23.37]
Dia.

.190

[4.83]
.360

[9.14]

.220

[5.59]

.990

[25.15]
Dia.

.190

[4.83]

1.100

[27.94]
Dia.

.360

[9.14]

.065 ± .001

[1.65 ± 0.03]
Dia. (5)

.615

[15.62]

1

2

Datum for

Slotted & Bar Switche
Indexing Cursor

for Thumbwheel

Switch
8

4

60 

45 

-15 C

Dia.

thumbwheel

Part Number 2-435167-1

bar type knob

Part Number 1-435167-1

recommended pc board

hole pattern (switch side)

P. 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

C � � � � � � � � � � � � � � � �

1 � � � � � � � �

2 � � � � � � � �

4 � � � � � � � �

8 � � � � � � � �
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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