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Mounting Hardware
For 200, 210, 270 and 280 Series

 =  Most popular Standard values
 =  Standard values
 =  Non-Standard values subject to minimum handling charge per item

 Type     Dimensions 
  Slotted A B C D E F G H

6101—E 0.781" — 0.75" 0.031" 0.438" 0.25" — —
6104—E 0.781" — 0.75" 0.031" 0.438" 0.25" — —
6110—E 1" — 1.125" 0.063" 0.813" 0.313" — —

Elongated 
6120—E 1" — 0.5" 0.031" 0.422" 0.219" .438 .750
6126—E 1.5" — 1.25" 0.063" 0.438" 0.281" .563 .875
6127—E 1.5" 2" 1.25" 0.063" 0.438" 0.281" .563 .875
6128—E 1.5" 2" 1.25" 0.063" 0.438" 0.281" .563 .875
6129—E 1.5" 2" 1.25" 0.063" 0.438" 0.281" .563 .875

Std.  
Core Bolt 
Length Length

  13/4"   21/4"
  2"   21/2"
  21/4"   23/4"
  4"   43/4"
  6"   65/8"
  61/2"   7"
  81/2"   91/8"
101/2 111/8

THru-BolTs and MounTing BrackeTs

Sturdy plated steel brackets, along with 
thru-bolts, centering washers and insulat-
ing washers (included), allow for secure 
mounting of 210 type and 270 type resis-
tors. Mounting brackets are available in 
either slotted (one with end-slot/one with 
side-slot) or elongated styles.
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More detailed information at http://www.ohmite.com/techdata/lug-mounting.php
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WasHers

One standard screwdriver type adjustable lug is sup-
plied with each unit.

Two types of lugs can be ordered separately: stan-
dard or with a silver contact button; both types are 
available with a screwdriver type lug.

Double thumb screw Lug (Part Number 2160E)

The double thumb screw adjustable lug permits 
easier adjustment and less chance of damage to 
resistance wire. Available for 1.125" cores only.

Metal Centering  
       Diameter  For max. For resistors 
  Part No. Outer Inner  screw size    (power ratings)
   6000E 0.563" 0.313 #10  25, 50, 75 watt
   6001E 0.75" 0.5 #10  100 watt
   6003E 1.125" 0.75 0.25"  175, 225 watt

Mica insulating 
           Diameter   For resistors 
Part No.  Outer  Inner  (power ratings)
   6010E 0.75"  0.625"  25, 50, 75 watt
   6011E* 0.75"  0.313"  25, 50, 75 watt
   6012E 1"  0.625"  100 watt
   6013E* 1"  0.5"  100 watt
   6014E 1.25"  0.625"  core 1" O.D. x 0.625" I.D.
   6015E* 1.25"  0.625"  core 1" O.D. x 0.625" I.D.
   6016E 1.5"  0.625"  175, 225 watt
  6017E* 1.5"  0.75"  175, 225 watt
* Use with centering washers.

   
Resistor core diam.  Standard part numbers 
(O.D., in. / mm) Standard   Silver 
0.313 /   7.94   2115E    2116E 
0.563 / 14.3  2121E    2123E 
0.750 / 19.05    2125E    2127E 
1.125 / 28.58   2133E    2135E 

Mounting Hardware
For 200, 210, 270 and 280 Series

 =  Most popular Standard values
 =  Standard values
 =  Non-Standard values subject to minimum handling charge per item

adJusTaBle lugs 

FOR 210 SERIES

Thru-Bolts, with centering washers and mica insulat-
ing washers, permit perpendicular mounting of 200, 
210 and 270 type resistors to panels up to 0.25" 
thick.

  Bolt size   For resistors 
 Part No. Length  No. (power rating)
   7PA5E 1.75"  8 8 watt
  7PA10E 2.5"  8 12 watt
  7PA20E 2.75"  8 20 watt
  7PA25E 2.75"  10 25 watt
  7PA50E 4.75"  10 50 watt
  7PA75E 6.75"  10 75 watt
  7PA100E 7.313"  10 100 watt
  7PA160E 9.5"  0.25" 175 watt
  7PA200E 11.5"  0.25" 225 watt

Brackets fit inside cores of 200, 210 and 270 type 
resistors and remain in place by spring tension. 
Standard brackets are plated steel and have no suffix 
to part number. Spring steel brackets are indicated 
with an “S” suffix following part number.

         Part number  Mtg screw For resistors 
Standard           Spring steel size (max.) (power ratings)
  5E  5SE 6 8, 12 watt
  7E   7SE 6 20 watt
  9E   9SE 6 25, 50, 75 watt
  12E   12SE 10 100 watt
  18E   18SE 10 175, 225 watt

MounTing BrackeTs THru BolTs

More detailed information at http://www.ohmite.com/techdata/lug-mounting.php
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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