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630D Extralytic®

Vishay Sprague

Aluminum Capacitors
 Electrolytics

FEATURES
• Designed for use in critical long-interval timing circuits

• Exceptionally high capacitance stability

• Excellent shelf and life characteristics

• All terminal connections welded, eliminating possibility of
"open" or intermittent contacts encountered in pressure
connections

• Outer plastic-film insulation and polymer-coated end
seals eliminate possible problems with solvent cleaning

• Standard inventoried product

• Sizes subject to change without notice
PERFORMANCE CHARACTERISTICS
Operating Temperature:  - 55°C to + 125°C.

Capacitance Tolerance:  ± 10%.

Leakage Current:  Maximum DC leakage current at + 25°C:
10µF capacitors, 1µA; 25µF capacitors, 1.2µA;
50µF capacitors, 1.5µA; 100µF capacitors, 2µA;
250µF capacitors, 3µA; 500µF capacitors, 5µA.

Equivalent Series Resistance:  .3 ohm to 13.3 ohm maximum
at 120Hz and + 25°C.

Life Validation Test:  Capacitors are capable of withstanding
a 2000 hour life test at rated voltage and + 85°C.  After test,
capacitance value shall not be changed by more than ± 20%,
the equivalent series resistance shall not exceed 150% of
initial requirement and the leakage current shall not have
exceeded initial requirement.

Shelf Test:  After storage for 500 hours at + 85°C with no
voltage applied, the capacitance and equivalent series
resistance shall meet initial requirements and the DC leakage
current shall not exceed 300% of the initial requirements.
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TEMPERATURE IN DEG. CENTIGRADE

Typical

STANDARD RATINGS AND DIMENSIONS in inches [millimeters]

D x L

0.270 x 0.812 [6.858 x 20.625]

 0.332 x 0.812 [8.433 x 20.625]

0.332 x 0.937 [8.433 x 23.800]

0.395 x 1.062 [10.033 x 26.975]

0.395 x 1.625 [10.033 x 41.275]

0.505 x 1.875 [12.827 x 47.625]
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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