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COPAL ELECTRONICS

ス
イ

チ

CVS

■FEATURES 
RoHS compliant
Lowest profile design of 1.45 mm
Fine pitch of 1 mm
Easy motion with knob height of 0.2 mm

Part name

Cover

Slider

Housing

Slider contact

Fixed contact

Terminal pin

Earth terminal

Material Flammability

UL-94V-0

—

—

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Polyamide

Polyphenylenesulphide

Copper alloy, Gold-plated

CFCs, Halon, Carbon tetrachloride and designated bromic flame
retardant PBBOs and PBBs are not used in our products.

INTERNAL STRUCTURE

■PART NUMBER DESIGNATION

C  V  S  -  0  4  T  B  -  1
Series name

No. of bits
01：1 bit 04：4 bits
02：2 bits 08：8 bits
03：3 bits

Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1

2

3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)
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Part name

1

2

3

4

5

6

7

“O” ring

Base

Wiper

Resistive element

Terminal pin

Material Flammability

Cover

Wheel

※Please refer to the LIST OF PART NUMBERS when placing orders.

DAP

Copper alloy, Palladium-plated

Nickel, Gold-plated

Silicone rubber

—

Stainless steel

Polyoxymethylene

INTERNAL STRUCTURE
λ-13T

■FEATURES

■PART NUMBER DESIGNATION

λ -  6          T   1  0  
(  1  1  0  6  )

Series name

Resistance value

Product shape
T：Top adjustment TR：Top adjustment with knob
S：Side adjustment SR：Side adjustment with knob
F ：Rear adjustment FR：Rear adjustment with knob
B：Panel mount

—

—

UL-94HB

UL-94HB

UL-94HB

—

—

λ-6： 6.6 mm λ-13： 13.5 mm
(1106) (1113)

※“λ”may be replaced by 11 for type writing conveniences.

λ-6/λ-13SINGLE TURN WIREWOUND TRIMMERS

7

6

5

4

3

2

1

RoHS compliant
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CVS

■FEATURES 
RoHS compliant
Lowest profile design of 1.45 mm
Fine pitch of 1 mm
Easy motion with knob height of 0.2 mm

Part name

Cover

Slider

Housing

Slider contact

Fixed contact

Terminal pin

Earth terminal

Material Flammability

UL-94V-0

—

—

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Polyamide

Polyphenylenesulphide

Copper alloy, Gold-plated

CFCs, Halon, Carbon tetrachloride and designated bromic flame
retardant PBBOs and PBBs are not used in our products.

INTERNAL STRUCTURE

■PART NUMBER DESIGNATION

C  V  S  -  0  4  T  B  -  1
Series name

No. of bits
01：1 bit 04：4 bits
02：2 bits 08：8 bits
03：3 bits

Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1

2

3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)
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λ-6/λ-13
WIREWOUND TRIMMERS

Mechanical angle

Operating torque

Stop strength

Rotational life

Terminal strength

λ- 6 (1106) λ-13 (1113)

Nominal resistance range

Resistance tolerance

Power rating

Electrical continuity

End resistance

Resolution

Peak noise

Operating temp. range

Temp. coefficient

Insulation resistance

Dielectric strength

Net weight

λ-6 (1106) λ-13 (1113)

10 

20 

50 

100 

200 

500 

1 k

2 k

5 k

10 k

20 k

25 k

30 k

50 k

100 k

Top adjustment with knob

Side adjustment

Side adjustment with knob

Panel mount

Rear adjustment

Rear adjustment with knob

Top adjustment

Adjustment position
Dimension

6.6 mm 13.5 mm

：Not manufactured
※Verify the above part numbers <Nominal resistance values> (Fig. 1) when

placing orders.

■LIST OF PART NUMBERS 〈Nominal resistance values〉

A A A A A A

A A A A A A

A A A A A A

A A A A A

A A A A A

A A A A A

A A A A A

A A A A A

A A A A A

A A A A A

A A A A A

A A A A A A A

A A A A

A A A A

A A A A

■ELECTRICAL CHARACTERISTICS ■MECHANICAL CHARACTERISTICS

10 ~ 30 k 10 ~ 100 k

10 %

0.37 W (70 °C)
0 W (120 °C)

0.75 W (70 °C)
0 W (120 °C)

Continuous for full mechanical range

2 % or 1 , whichever is greater

100 (ENR) maximum

1.42 ~ 0.14 % 1.07 ~ 0.08 %

55 ~ 120 °C

50 10-6/°C maximum

1000 M minimum (DC500 V)

900 Vrms, 1 min (Room conditions)

Approx. 0.34 g (λ-6T)
Approx. 0.47 g (λ-6S)
Approx. 1.41 g (λ-6B)
Approx. 0.39 g (λ-6F)

Approx. 1.60 g (λ-13T)
Approx. 2.59 g (λ-13S)
Approx. 5.16 g (λ-13B)
Approx. 1.73 g (λ-13TR)
Approx. 2.72 g (λ-13SR)
Approx. 1.86 g (λ-13F)
Approx. 1.93 g (λ-13FR)

Fig. 1

The products indicated by A mark are manufactured upon receipt of
order basis.

λ-6T (1106T)

λ-6S (1106S)

λ-6B (1106B)

λ-6F (1106F)

λ-13T (1113T)

λ-13TR (1113TR)

λ-13S (1113S)

λ-13SR (1113SR)

λ-13B (1113B)

λ-13F (1113F)

λ-13FR (1113FR)

310 ° (1 turn)

49.04 mN·m
{500 gf·cm} minimum

7.85 mN·m
{80 gf·cm} maximum

98.07 mN·m
{1 kgf·cm} minimum

19.61 mN·m
{200 gf·cm} maximum

200 cycles [ΔR/R ≦ 2 %]

8.89 N {907 gf} minimum
（Tensile strength MIL-R-27208）

※1

※1 Rated power is given for the maximum input voltage (V) and
maximum wiper current (mA) for the resistance value.

λ-6 (1106) λ-13 (1113)

T S B F T TR S SR B F FR

{   }：Reference only
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■FEATURES 
RoHS compliant
Lowest profile design of 1.45 mm
Fine pitch of 1 mm
Easy motion with knob height of 0.2 mm

Part name

Cover

Slider

Housing

Slider contact

Fixed contact

Terminal pin

Earth terminal

Material Flammability

UL-94V-0

—

—

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Polyamide

Polyphenylenesulphide

Copper alloy, Gold-plated

CFCs, Halon, Carbon tetrachloride and designated bromic flame
retardant PBBOs and PBBs are not used in our products.

INTERNAL STRUCTURE

■PART NUMBER DESIGNATION

C  V  S  -  0  4  T  B  -  1
Series name

No. of bits
01：1 bit 04：4 bits
02：2 bits 08：8 bits
03：3 bits

Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1

2

3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)
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λ-6/λ-13
WIREWOUND TRIMMERS

Nominal resistance values ( )
Resolution (%)

λ-6 (1106) λ-13 (1113)
Test item Test conditions Specifications

Thermal shock

Humidity

Shock

Vibration

Load life

Low temp. operation

High temp. exposure

Immersion seal

Salt spray

Soldering heat

ΔR/R：Change in total resistance
S.S.  ：Setting stability

■ENVIRONMENTAL CHARACTERISTICS
(In accordance with MIL-R-27208)

■RESOLUTION CHARACTERISTICS

65 ~ 125 °C,
5 cycles

[ΔR/R ≦ 1 % 0.05 ]
[S.S. ≦ 1 % Resolution]

80 ~ 98 %,
240 h

[ΔR/R ≦ 1 % 0.05 ]

981 m/s2

[ΔR/R ≦ 1 % 0.05 ]
[S.S. ≦ 1 % Resolution]Acceleration 

196 m/s2, 10 ~ 2000 Hz

70 °C 
(Full load), 1000 h

[ΔR/R ≦ 2 %]
[S.S. ≦ 2 % Resolution]

55 °C, 2 h
[ΔR/R ≦ 1 % 0.05 ]

[S.S. ≦ 1 % Resolution]
120 °C, 250 h

85 °C No leaks

No corrosion —

350 °C, 3 s —

10 1.42 1.07
20 1.14 0.83
50 0.91 0.71
100 0.74 0.57
200 0.56 0.42

500 0.54 0.35
1 k 0.48 0.40
2 k 0.34 0.27
5 k 0.28 0.20

10 k 0.22 0.19

20 k 0.17 0.12
25 k — 0.11
30 k 0.14 —
50 k — 0.10

100 k — 0.08
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COPAL ELECTRONICS
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CVS

■FEATURES 
RoHS compliant
Lowest profile design of 1.45 mm
Fine pitch of 1 mm
Easy motion with knob height of 0.2 mm

Part name

Cover

Slider

Housing

Slider contact

Fixed contact

Terminal pin

Earth terminal

Material Flammability

UL-94V-0

—

—

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Polyamide

Polyphenylenesulphide

Copper alloy, Gold-plated

CFCs, Halon, Carbon tetrachloride and designated bromic flame
retardant PBBOs and PBBs are not used in our products.

INTERNAL STRUCTURE

■PART NUMBER DESIGNATION

C  V  S  -  0  4  T  B  -  1
Series name

No. of bits
01：1 bit 04：4 bits
02：2 bits 08：8 bits
03：3 bits

Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1

2

3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)
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λ-6T (1106T)
Top adjustment

λ-6S (1106S)
Side adjustment

λ-6B (1106B)
Panel mount

λ-6F (1106F)
Rear adjustment

0.5 W × 2.6 L × 0.8 D

310° Nom.

5.6 12.1±1

6.
6

φ

3 –     0.4φ
Gold – plated

2.5 2.5
3

1

2

2.
5

0.5 W × 2.6 L × 0.8 D

310° Nom.

8 max.

6.
6

3 –     0.4φ
Gold – plated

3

1

2

6±
1

7

2.
5

2.
5

1.82.5

Front face

310  Nom.

12.1 1

2

3 –     0.4
Gold – plated

③
①

②

Stopper range

6.351

0.
6

M 3 (ISO)

7.
6

2.5

2.
5

0.6 W      1.0 D

Red

Shaft details

Side segment

Accessory
1. Nut, t = 1.8
2. Washer, t = 0.3

2.5

0.5 W  2.6 L  0.8 D

3.
5

3 –     0.4
Gold – plated

3

1

2

7.
6

7.0
8.0

5.5 1 6.4

CW rotation

①

②

③

■OUTLINE DIMENSIONS Unless otherwise specified, tolerance : 0.2 (Unit : mm)

λ-6/λ-13
WIREWOUND TRIMMERS
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■FEATURES 
RoHS compliant
Lowest profile design of 1.45 mm
Fine pitch of 1 mm
Easy motion with knob height of 0.2 mm

Part name

Cover

Slider

Housing

Slider contact

Fixed contact

Terminal pin

Earth terminal

Material Flammability

UL-94V-0

—

—

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Polyamide

Polyphenylenesulphide

Copper alloy, Gold-plated

CFCs, Halon, Carbon tetrachloride and designated bromic flame
retardant PBBOs and PBBs are not used in our products.

INTERNAL STRUCTURE

■PART NUMBER DESIGNATION

C  V  S  -  0  4  T  B  -  1
Series name

No. of bits
01：1 bit 04：4 bits
02：2 bits 08：8 bits
03：3 bits

Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1

2

3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)
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λ-6/λ-13
WIREWOUND TRIMMERS

λ-13T (1113T)
Top adjustment

λ-13TR (1113TR)
Top adjustment with knob

λ-13S (1113S)
Side adjustment

λ-13SR (1113SR)
Side adjustment with knob

λ-13B (1113B)
Panel mount

0.7 W  5 L  0.8 D

310  Nom. 3 –     0.7
Gold – plated

3
1

2

13
.5 2.
5

2.5
10 16.8 max. 2.5

0.6 W  4 L  1 D310  Nom.

5

3 –     0.7
Gold – plated

3
1

2

7 6.8 max. 10 1

Knurl M = 0.2

13
.5

 m
ax

.
2.5

2.
5

2.5

0.7 W  5 L  0.8 D310  Nom. 9.6 max.

14
.5

 m
ax

.

3

1
2

10
1

13
.5

2.5

3 –     0.7
Gold – plated

1.4
2.

5
2.

5

0.6 W   4 L 1 D310  Nom.

9.6 max.

10
1

3 –     0.7
Gold – plated

3

1

2

5

2.
5

2.5

0.2 C

7

Kaurl M = 0.2

14
.5

 m
ax

.

13
.5

1.4

2.
5

M 5 (P = 0.8) (ISO)310  Nom. 3 –     0.7
Gold – plated

③
①

②

15 max.

2.
5

Stopper range

9 3
0.

6

14 18 0.4
7 8 max.1

R 1

2.5

0.6 

Red
Shaft details

Side 
segment

Accessory
1. Nut, t = 3.2
2. Washer, t = 0.8

2.5

CW rotation

①

②

③

■OUTLINE DIMENSIONS Unless otherwise specified, tolerance : 0.2 (Unit : mm)
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■FEATURES 
RoHS compliant
Lowest profile design of 1.45 mm
Fine pitch of 1 mm
Easy motion with knob height of 0.2 mm

Part name

Cover

Slider

Housing

Slider contact

Fixed contact

Terminal pin

Earth terminal

Material Flammability

UL-94V-0

—

—

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Polyamide

Polyphenylenesulphide

Copper alloy, Gold-plated

CFCs, Halon, Carbon tetrachloride and designated bromic flame
retardant PBBOs and PBBs are not used in our products.

INTERNAL STRUCTURE

■PART NUMBER DESIGNATION

C  V  S  -  0  4  T  B  -  1
Series name

No. of bits
01：1 bit 04：4 bits
02：2 bits 08：8 bits
03：3 bits

Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1

2

3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)
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λ-13F (1113F)
Rear adjustment

λ-13FR (1113FR)
Rear adjustment with knob

0.7 W × 5 L × 0.8 D

3

2

15±0.5

7.
5±

0.
5

3 –     0.7φ
Gold – plated

8±1

16
 m

ax
.

17 max. 8.5 max.

1

CW rotation

①

②

③

15±0.5

7.
5±

0.
5

3 –     0.7φ
Gold – plated

3

1

2

5
φ

8±1

16
 m

ax
.

17 max. 8.5 max.

7
0.2 C

■OUTLINE DIMENSIONS Unless otherwise specified, tolerance : 0.2 (Unit : mm)

λ-6/λ-13
WIREWOUND TRIMMERS
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ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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