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HDC S4/8 FS

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Order No. 1023250000
Type HDC S4/8 FS
Version HDC insert, Female, 400 V, 80 A, No. of poles: 12,

Screw connection, Size: 8
GTIN (EAN) 4032248739424
Qty. 1 pc(s).
 

 

 

The MixMate series of connectors can simultaneously
transmit high rated currents and voltages as well as
signals.
The wire connection level is designed as a screw
element. All screw connections are equipped with a wire
protection spring.>br> Screw connection

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1023250000
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Dimensions and weights
 
Length 111 mm   Width 34 mm
Height 46.2 mm   Net weight 142 g
 

Dimensions
 
Height of socket 46.2 mm   Total length base 111 mm
 

General data
 
Size 8   Series MixMate
Rated voltage (DIN EN 61984) 400 V   Rated voltage according to UL/CSA 600 V AC/DC
Rated impulse voltage (DIN EN 61984) 6 kV   Rated current (DIN EN 61984) 80 A
UL 94 flammability rating V-0   Insulating material group IIIa
Insulation resistance

1010 Ω

  Insulating material PC glass-fibre reinforced
(UL-listed and railway-
certified)

No. of poles 12   Plugging cycles, silver ≥ 500
Pollution severity 3   Type Female
 

Connection data PE
 
Stripping length PE connection

13 mm
  Wire connection cross-section, finely

stranded, min. 0.5 mm²
Wire connection cross section, finely
stranded, max.

16 mm²

  Cross-section for connected conductor,
finely stranded with wire-end ferrules
and plastic collars DIN 46228/4, rated
connection, min. 0.5 mm²

Wire connection cross-section, finely
stranded with wire-end ferrules and
plastic collars DIN 46228/4, rated
connection, max. 16 mm²

  Wire connection cross section AWG,
min.

AWG 16
Wire connection cross section AWG,
max. AWG 6

  Wire cross-section, solid, min.
0.5 mm²

Wire cross-section, solid, max. 16 mm²   Connection type PE Screw connection
Tightening torque, min. PE connection 2 Nm   Tightening torque, max. PE connection 2.5 Nm
Rated cross-section 16 mm²   Fixing screw M 5
Blade size, crosshead Gr. PH2   Blade size, slotted (PE connection) SD 1.2 x 6.5
 

Rating data
 
Rated current (DIN EN 61984) 80 A   Rated impulse voltage (DIN EN 61984) 6 kV
Rated voltage (DIN EN 61984) 400 V   Rated voltage according to UL/CSA 600 V AC/DC
 

Version
 
Wire connection cross section AWG,
min. AWG 16

  Wire connection cross section AWG,
max. AWG 6

Stripping length, rated connection 15 mm   Type of connection Screw connection
Min. torque for main contact 1.2 Nm   Max. torque for main contact 3 Nm
Size 8   Volume resistance ≤ 1 mΩ
Clamping screw M 6   Blade size, slotted (screw connection) SD 0.8 x 4.0
Surface finish Silver passivated   Material Copper alloy
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Classifications
 
ETIM 3.0 EC002413   UNSPSC 30-21-18-01
eClass 6.2 27-26-12-90   eClass 7.1 27-44-02-90
 

Product information
 
Descriptive text ordering data The signal contacts are designed for a rated voltage of 400V and a rated current of 16A.
Descriptive text accessories Accessories, see chapter J - Tools, see chapter K
 

Approvals
 
Approvals

   
ROHS Conform
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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