
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                    Wireless MouseWireless MouseWireless MouseWireless Mouse 

EnergyEnergyEnergyEnergy----saving 2.4 GHz Wireless Mouse:saving 2.4 GHz Wireless Mouse:saving 2.4 GHz Wireless Mouse:saving 2.4 GHz Wireless Mouse:    
The CHERRY MW 2100 is rock-solid CHERRY technology 
in an ergonomic design. Reliable, Practical and Flexible.   
 

Key BKey BKey BKey Benefitsenefitsenefitsenefits    
• 3-button mouse: infrared sensor and adjustable 

resolution 
• (1000/1500/2000 dpi) 

• Nano USB receiver: able to stay in the notebook 
permanently 

• 18-month battery lifespan 
• Optimized for both right and left-handed 

operation 
• Simple installation 

 

Technical DTechnical DTechnical DTechnical Daaaatatatata::::    
    
Housing CHousing CHousing CHousing Colorolorolorolor: : : : Black 
 

Weight (product):Weight (product):Weight (product):Weight (product):    
Approx. 126 g (mouse with battery), Approx. 2 g (receiver).   
Approx.  .27 Lbs. Mouse, Approx. .004 g (receiver) 

 

Total WTotal WTotal WTotal Weight (with packaging):eight (with packaging):eight (with packaging):eight (with packaging):    
Approx. 163 g / .35 Lbs. 
 

 

Current Consumption:Current Consumption:Current Consumption:Current Consumption:    
Max. 7mA (mouse) Max. 40 mA (receiver) 
 

Operating Temperature:Operating Temperature:Operating Temperature:Operating Temperature:    
0° C to 40° C / 32° F to 104° F 

 
Storage TStorage TStorage TStorage Temperatureemperatureemperatureemperature: 
-40°C to 55°C / -40°F to 131°F 
 

Frequency Range:Frequency Range:Frequency Range:Frequency Range:    
2.400 GHz - 2.4835 GHz 
 

Transmission Range:Transmission Range:Transmission Range:Transmission Range:    
Approx. 10 m / Approx. 393” inches. 
 

Office 
 

 

SSSSystem Rystem Rystem Rystem Requirements:equirements:equirements:equirements:    
USB connection 
 

Delivery Volume:Delivery Volume:Delivery Volume:Delivery Volume:    
• CHERRY MW 2100 
• Operating instructions in hard copy 

• 2 batteries (type AAA) 
• 1 Nano USB Receiver 

    
Dimensions (product):Dimensions (product):Dimensions (product):Dimensions (product):    
Approx.  99.86 x 58.98 x 37.58 mm (mouse) 
Approx.  3.93” x 2.32 x 1.47” inches 
Approx. 18 x 13.1 x 5.7 mm (receiver) 
Approx. 4.17” x 2.67”x 1.53” inches 
 

Dimensions (with packDimensions (with packDimensions (with packDimensions (with packagagagaginginginging))))    
150 x 230 x 50 MM/ 5.9 ‘’x 9’’ x 1.9’’inches 
 
 

Mouse:Mouse:Mouse:Mouse:    
• Scanning: Infrared 
• Resolution: 1000 / 1500 / 2000 dpi 

(adjustable) 
• Number of Buttons: 3 

• Scroll wheel with key function 
• Design: Symmetrical 

 
 

Packaging Unit:Packaging Unit:Packaging Unit:Packaging Unit:    
Number of products in the master package: 10 
Number of master packages per pallet: 44 

 

Warranty:Warranty:Warranty:Warranty:    
2 years 
 
 

 

    
    

InterfaceInterfaceInterfaceInterface::::    
USB 
    

PPPProduct Aroduct Aroduct Aroduct Approvals:pprovals:pprovals:pprovals:    
  

C-Tick  

CE 
 

FCC  

cTUVus 
 

  

  

Models may vary from the image shown 
 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ZF Electronic Systems Pleasant Prairie, LLC 
11200 88th Avenue 
Pleasant Prairie, WI 53158 
USA 
Phone: 262.942.6500 
Internet: www.cherrycorp.com 
 
E-Mail: cep_sales@zf.com 
Fax: 262.942.6566 
 
The manufacturer accepts no liability for errors or non-availability, and reserves the 
right to change specifications without prior notice. Technical data relates to product 
specifications only. Features may differ from those described. Only drawings 
combined with product specifications shall be deemed binding. 

 
© 2008 ZF Electronics Corporation, Last update: November 18, 2013_V01 

 

 

 Model:  
 

Product NameProduct NameProduct NameProduct Name    Order NumberOrder NumberOrder NumberOrder Number    EAN CodeEAN CodeEAN CodeEAN Code    

CHERRY MW 2100 JW-T0200 4025112077531 

 

 



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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