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Application 

High Efficiency Linear Regulators 

Post Regulators for Switching Supplies 

Microprocessor Supply 

 

Battery Powered Equipment 

Reference Voltage Sources 
Hard Drive Controllers 

Battery Chargers 

Adjustable Power Supply 
 

Typical Application Circuits 

 

 

 

Adjustable Regulator Fixed Output Voltage Regulator 
R2VOUT =1.25V ( 1+ R1 )  

 

 
Description 

The GM1117 is a positive low dropout 
regulator and is available in an adjustable 
version and fixed output voltage from 1.5V to 
5.0V. All internal circuitry is designed to 
operate down to 800mV input to output 
differential and the dropout voltage is fully 
specified as a function of load current. On chip 
trimming adjusts the reference/output voltage 
to within ± 1%. Current limit is also trimmed in 
order to minimize the stress on both the 
regulator and the power source circuitry under 
overloaded conditions. 

Features 
 Adjustable or Fixed Output 

 Output Current of 1.0A 

 Dropout Voltage 1.5V max @ 1.0A 

 Line Regulation 0.2% max. 

 Load Regulation 0.4% max. 

 Fast Transient Response 

 Current Limit Protection 

 Thermal Shutdown Protection 

GM1117-x.x 
VIN VOUT 

10µF 10µF 

C1 C2 

GM1117 
VIN VOUT 

10µF 10µF 

C1 C2 

R2 
232Ω 

R1 
133Ω 
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Marking Information and Pin Configurations (Top View) 
TO 252 
(D-PAK) TO 220 TO 263 

(D2-PAK) SOT223 

 

 

 

 

 

 

 

 

VV: Voltage suffix (15 = 1.5V, 50 = 5.0V…A = Adj) 
A: Assembly / Test site code 
Y: Year 
WW: Week 
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Ordering Information 

Ordering Number Output Voltage Package Shipping 

GM1117-AST3T SOT-223 80 Units/Tube 

GM1117-AST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-ATC3T TO-252 80 Units/Tube 

GM1117-ATC3R TO-252 2,500 Units / Tape & Reel 

GM1117-ATB3T TO-220 50 Units/Tube 

GM1117-ATA3T TO-263 50 Units/Tube 

GM1117-ATA3R 

Adj 

TO-263 800 Units / Tape & Reel 

GM1117-1.5ST3T SOT-223 80 Units/Tube 

GM1117-1.5ST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-1.5TC3T TO-252 80 Units/Tube 

GM1117-1.5TC3R TO-252 2,500 Units / Tape & Reel 

GM1117-1.5TB3T TO-220 50 Units/Tube 

GM1117-1.5TA3T TO-263 50 Units/Tube 

GM1117-1.5TA3R 

1.5V 

TO-263 800 Units / Tape & Reel 

GM1117-1.8ST3T SOT-223 80 Units/Tube 

GM1117-1.8ST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-1.8TC3T TO-252 80 Units/Tube 

GM1117-1.8TC3R TO-252 2,500 Units / Tape & Reel 

GM1117-1.8TB3T TO-220 50 Units/Tube 

GM1117-1.8TA3T TO-263 50 Units/Tube 

GM1117-1.8TA3R 

1.8V 

TO-263 800 Units / Tape & Reel 

GM1117-2.5ST3T SOT-223 80 Units/Tube 

GM1117-2.5ST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-2.5TC3T TO-252 80 Units/Tube 

GM1117-2.5TC3R TO-252 2,500 Units / Tape & Reel 

GM1117-2.5TB3T TO-220 50 Units/Tube 

GM1117-2.5TA3T TO-263 50 Units/Tube 

GM1117-2.5TA3R 

2.5V 

TO-263 800 Units / Tape & Reel 
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Ordering Information (Continued) 

Ordering Number Output Voltage Package Shipping 

GM1117-2.85ST3T SOT-223 80 Units/Tube 

GM1117-2.85ST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-2.85TC3T TO-252 80 Units/Tube 

GM1117-2.85TC3R TO-252 2,500 Units / Tape & Reel 

GM1117-2.85TB3T TO-220 50 Units/Tube 

GM1117-2.85TA3T TO-263 50 Units/Tube 

GM1117-2.85TA3R 

2.85V 

TO-263 800 Units / Tape & Reel 

GM1117-3.0ST3T SOT-223 80 Units/Tube 

GM1117-3.0ST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-3.0TC3T TO-252 80 Units/Tube 

GM1117-3.0TC3R TO-252 2,500 Units / Tape & Reel 

GM1117-3.0TB3T TO-220 50 Units/Tube 

GM1117-3.0TA3T TO-263 50 Units/Tube 

GM1117-3.0TA3R 

3.0V 

TO-263 800 Units / Tape & Reel 

GM1117-3.3ST3T SOT-223 80 Units/Tube 

GM1117-3.3ST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-3.3TC3T TO-252 80 Units/Tube 

GM1117-3.3TC3R TO-252 2,500 Units / Tape & Reel 

 GM1117-3.3TB3T TO-220 50 Units/Tube 

GM1117-3.3TA3T TO-263 50 Units/Tube 

GM1117-3.3TA3R 

3.3V 

TO-263 800 Units / Tape & Reel 

GM1117-5.0ST3T SOT-223 80 Units/Tube 

GM1117-5.0ST3R SOT-223 2,500 Units / Tape & Reel 

GM1117-5.0TC3T TO-252 80 Units/Tube 

GM1117-5.0TC3R TO-252 2,500 Units / Tape & Reel 

GM1117-5.0TB3T TO-220 50 Units/Tube 

GM1117-5.0TA3T TO-263 50 Units/Tube 

GM1117-5.0TA3R 

5.0V 

TO-263 800 Units / Tape & Reel 
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Absolute Maximum Ratings 

PARAMETER SYMBOL RATINGS UNITS 

Input Voltage VIN 7 V 

SOT-223 15.0 

TO-252 (D PAK) 6.0 Thermal Resistance, 
Junction to Case 

TO-263 (D2 PAK) 

θJA 

3.0 

℃/W 

Control Section TJ 0 to 125 ℃ Operating Junction 
Temperature Power Transistor  0 to 150  

Storage Temperature Tstg - 60 to 150 ℃ 

 

Block Diagram 
 

 

VOUT 

VIN 

ADJ 

GND 

For 
fixed 
output 
Options 
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Electrical Characteristics (TA = 25℃, unless otherwise noted) 

Parameter Symbol Condition Min Typ Max Unit 

IOUT =10mA, VIN = 5V 1.238 1.250 1.262 
Reference 
Voltage GM1117-Adj VREF 10mA  ≤ IOUT  ≤ 1.0A,  

2.65V ≤ VIN ≤ 10V 1.225 1.250 1.275 
V 

IOUT =10mA, VIN = 3.3V 1.782 1.800 1.818 
GM1117-1.8 10mA  ≤ IOUT  ≤ 1.0A,  

3.3V ≤ VIN ≤ 10V 1.764 1.800 1.836 

IOUT =10mA, VIN = 4V 2.475 2.500 2.525 
GM1117-2.5 10mA  ≤ IOUT  ≤ 1.0A,  

4V ≤ VIN ≤ 10V 2.450 2.500 2.550 

IOUT =10mA, VIN = 4.8V 3.267 3.300 3.333 
GM1117-3.3 10mA  ≤ IOUT  ≤ 1.0A,  

4.8V ≤ VIN ≤ 10V 3.234 3.300 3.366 

IOUT =10mA, VIN = 6.5V 4.950 5.000 5.050 

Output Voltage 

GM1117-5.0 

VOUT 

10mA  ≤ IOUT  ≤ 1.0A,  
6.5V ≤ VIN ≤ 10V 4.900 5.000 5.100 

V 

GM1117-Adj IOUT =10mA,  
2.75V ≤ VIN  ≤ 7V 

GM1117-1.8 IOUT =10mA,  
3.3V ≤ VIN  ≤ 7V 

GM1117-2.5 IOUT =10mA,  
4V ≤ VIN  ≤ 7V 

GM1117-3.3 IOUT =10mA,  
4.8V ≤ VIN  ≤ 7V 

Line Regulation 

GM1117-5.0 

∆VOI 

IOUT =10mA,  
6.5V ≤ VIN  ≤ 7V 

 0.04 0.2 %/V 

Line Regulation ∆VOL 
VIN = VOUT + 1V 
10mA  ≤ IOUT  ≤ 1.0A 

 
0.2 0.4 %/mA

Dropout Voltage ∆V IOUT =1A  1.15 1.3 V 

Current Limit ICL VIN = VOUT + 3V 1.1 3.1  A 

Quiescent Current (Fixed Output 
Voltage Versions) IQ VIN = VOUT + 1V 

10mA  ≤ IOUT  ≤ 1.0A  7 13 mA 

Adjust Pin 
Current GM1117-Adj IAdj 

IOUT =10mA,  
2.75V ≤ VIN  ≤ 7V  55 90 µA 

Temperature Coefficient  VIN = VOUT + 1.5V 
IOUT = 10mA  0.005  %/℃

Thermal Regulation TC TA=25°C, 30ms pulse  0.003  %/W

Ripple Rejection RA VIN = VOUT + 1.5V 
IOUT = 10mA 60 72  dB 
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Typical Performance Characteristics 
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Figure 1. Dropout Voltage vs. Output Current

TCASE = 0°C 

TCASE = 25°C 

TCASE = 125°C V
D

R
O

P
O

U
T 

IOUT (mA) 

0.10

0.08

0.06

0.04

0.02

0.00

-0.02

-0.04

-0.06

-0.08

-0.10

-0.12
0 20

Figure 2. Reference Voltage vs. Temperature

O
ut

pu
t V

ol
ta

ge
 D

ev
ia

tio
n 

(%
) 

TJ (°C) 

40 60 80 100 120

85

75

65

55

45

35

15

Figure 4. Ripple Rejection vs. Frequency 

R
ip

pl
e 

R
ej

ec
tio

n 

TCASE = 125°C 
IO = 10mA 
VIN = VOUT + 3V 
VRIPPLE = 1.0VP-P 
CADJ = 0.1µF 25

101 102 103 104 105 106

Frequency (Hz)



8 

G
M

11
17

V1
.0

1 
 

 

GM1117 
1A LOW DROPOUT 

PRECISION VOLTAGE REGULATOR 
 

Package Outline Dimensions – SOT223 

 
0.248 - 0.264
(6.30 - 6.71)

0.116 - 0.124
(2.95 - 3.15)

NOM

0.090
(2.29)

0.2
64

 - 0
.28

7
(6.

71
 - 7

.29
)

0.1
30

 - 0
.14

6
(3.

30
 - 3

.71
)

0.033 - 0.041
(0.84 - 1.04)

NOM

10 - 16

10 - 16

(0.31)
0.012

MAX
10

MIN

0.0008 - 0.0040
(0.0203 - 0.1016)

0.010 - 0.014
(0.25 - 0.36)

0.81
(4.6)

0.025 - 0.033
(0.64 - 0.84)

NOM

MAX

0.071
(1.8)

 
 
 

Package Outline Dimensions – TO252 

 

SEATING PLAN

 

 

0.370 – 0.410 
(9.400 – 10.420) 

0.205 – 0.215 
(5.210 – 5.460) 

0.210 – 0.228 
(5.330 – 5.800) 

0.055 – 0.080 
(1.400 – 2.030) 

0.018 – 0.023 
(0.460 – 0.580) 0.030 – 0.045 

(0.760 – 1.140) 

0.180 
(4.570) 

TYP 

0.090 
(2.285) 

TYP 

0.045 – 0.060 
(1.150 – 1.520) 

0.039 – 0.050 
(1.020 – 1.270) 

0.018 – 0.023 
(0.460 – 0.580) 

0.020 
(0.510) 

MIN 

° 

° ° 

° ° 
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Package Outline Dimensions – TO263 

 

0.045 - 0.055
(1.143 - 1.397)

0.050 +/- 0.012
(1.270 +/- 0.305)

0.090 - 0.110
(2.286 - 2.794)

0.143 + 0.012
0.143  - 0.002
(3.632 + 0305)
(3.362 - 0.508)

0.050
(1.270)

0.013 - 0.023
(0.330 - 0.584)

TYP

0.059
(1.499)

0.020 - 0.039
(0.510 - 0.990)

0.330 - 0.370
(8.382 - 9.398)

0.060
(1.524)

TYP

0.390 - 0.415
(9.906 - 10.541)

TYP
15

0.105 - 0.180
(4.191 - 4.572)
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Ordering Number 

GM 1117 A ST3 R 

 

APM Gamma  

Micro  

Ci rcu i t  Type Output  
Vo l tage 

A:  Adj  
1 .8  =1.8V 
2.5  =2.5V 
3.3  =  3 .3V
5.0 =5.0V 

Package Type 

ST3:  SOT223 
TA3:  TO263 
TB3:  TO220 
TC3:  TO252 

Shipp ing Type 

R:  Taping & Reel  
T :  Tube 

 



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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