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Pin Configuration
2
 

Functional Schematic 

Ordering Information
1
 

Part Number Package 

MAAP-011145-STD Bulk Quantity 

MAAP-011145-STR500 500 Piece Reel 

MAAP-011145-001SMB Sample Board 

1. Reference Application Note M513 for reel size information. 

1 Ground 11 Ground 

2 RF Input 12 RF Output 

3 Ground 13 Power Detector 

4 Ground 14 Reference 

5 Gate 1 Bias 15 Ground 

6 Gate 2 Bias 16 No Connection 

7 Gate 3 Bias 17 Ground 

8 Ground 18 Drain 2 Bias 

9 Drain 3 Bias 19 Drain 1 Bias 

10 Ground 20 Ground 

  213 Paddle 

Features 

 25 dB Small Signal Gain 

 43 dBm Third Order Intercept Point (OIP3) 

 >2 W Output P1dB 

 34.5 dBm Saturated Output Power 

 Integrated Power Detector 

 Bias 1330 mA @ 6 V 

 Lead-Free 7 mm Cavity Package 

 RoHS* Compliant and 260°C Reflow Compatible 
 

Description 

The MAAP-011145-STD is a power amplifier      
assembled in a 7 mm surface mount package with a 
temperature compensated integrated power detector 
operating from 17.65 to 19.75 GHz. The circuit 
provides 25 dB gain, 43 dBm OIP3, 2 W P1dB and 
34.5 dBm saturated output power.  
 
The device includes ESD protection and by-pass 
capacitors to ease the implementation and volume 
assembly of the packaged part.  
 
This power amplifier is specifically designed for use 
in point-to-point radios for cellular backhaul 
applications in the 18 GHz band. 

2. All “No Connection” pins should be grounded. 
3. The exposed pad centered on the package bottom must be 

connected to RF, DC and thermal ground. 
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Electrical Specifications:  VDD = 6 V, IDQ
4
 = 1330 mA, TA = +25°C 

Small Signal Gain dB 22.7 26 28.3 

PSAT dBm 33.2 34.5 — 

Output IP3, +20 dBm SCL dBm 40.5 44 — 

Output IP3, +24 dBm SCL dBm 37.5 42 — 

P1dB dBm — 34 — 

Input Return Loss dB — 15 — 

Output Return Loss dB — 10 — 

Detector Vdiff, Pout = +20dBm V 0.5 1.1 1.7 

Noise Figure dB  — 7 — 

Gain Ripple over frequency dB  — 2 — 

Gate Voltage V — — -0.60 

4. Adjust VG1,VG2 and VG3 between -1.2 and -0.6 V to achieve specified IDQ (IDQ = ID1+ID2+ID3). VG1,VG2 and VG3 are nominally the same 
voltage.  
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Absolute Maximum Ratings
5,6,7

 

5. Exceeding any one or combination of these limits may cause     
permanent damage to this device. 

6. MACOM does not recommend sustained operation near these 
survivability limits. 

7. Operating at nominal conditions with TJ ≤ +150°C will ensure 

MTTF > 1 x 106 hours. 

Handling Procedures 

Please observe the following precautions to avoid 
damage: 
 

Static Sensitivity 

These electronic devices are sensitive to 
electrostatic discharge (ESD) and can be damaged 
by static electricity.  Proper ESD control techniques 
should be used when handling these CDM class 2, 
HBM class 1B devices. 

Maximum Operating Ratings
8,9

 

Parameter Rating 

PDISS 11.2 W 

Junction Temperature +150°C 

Operating Temperature -40°C to +85°C 

Parameter Rating 

Input Power +18 dBm 

Drain Voltage (VD1,2,3) +7 V 

Gate Voltage (VG1,2,3) -3 V 

Drain to Gate Voltage       
(VD-VG) 

+10 V 

Current (IDQ = ID1+ID2+ID3) 2000 mA 

Detector Pin +6 V 

Detector Reference Pin +6 V 

Junction Temperature +175°C 

Storage Temperature -65°C  to +150°C 

8. Channel temperature directly affects device MTTF. Chanel 
temperature should be kept as low as possible to maximize 
lifetime. Thermal resistance, Θjc, is 5.8 °C/W. 

9. For saturated performance, it is recommended that the sum of 
(2VDD + abs (VGG)) < 15 V. 
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Typical Performance Curves: 8 W Quiescent Bias, VD = 6 V 

Input Return Loss 

Gain  Gain, OIP3, OIP5, OIP7 @ PIN = -2 dBm per tone 

Output Return Loss 

P1dB P3dB 



Power Amplifier, 2 W  
17.65 - 19.75 GHz 

 
Rev.  V2 

MAAP-011145-STD 

5 
M/A-COM Technology Solutions Inc. and its affiliates reserve the right to make changes to the product(s) or information contained herein without notice.  

Visit www.macom.com for additional data sheets and product information. 
 

•  North America  Tel: 800.366.2266 / Fax: 978.366.2266 
•  Europe  Tel: 44.1908.574.200 / Fax: 44.1908.574.300 
•  Asia/Pacific  Tel: 81.44.844.8296 / Fax: 81.44.844.8298 

Typical Performance Curves: VD = 6 V 

Gain @ 18.7 GHz 

Gain @ 17.7 GHz OIP3 @ 17.7 GHz 

OIP3 @ 18.7 GHz 

Gain @ 19.7 GHz OIP3 @ 19.7 GHz 
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Typical Performance Curves: 8 W Quiescent Bias, VD = 6 V 

Lower and Upper Intermodulation Tones @ 17.7 GHz OIP3 vs. Output Power 

Detector Delta Voltage vs. Output Power Lower and Upper Intermodulation Tones  @ 18.7 GHz 

Lower and Upper Intermodulation Tones  @ 19.7 GHz 
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Biasing -   

All gates should be pinched-off (VG < -2 V) before 
applying drain voltage (VD = 6 V). Then the gate 
voltages can be increased until the desired       
quiescent drain current is reached in each stage. 
The recommended quiescent bias is VD = 6 V,    
ID1 = 190 mA, ID2 = 380 mA and ID3 = 762 mA. 
The performance in this datasheet has been  
measured with fixed gate voltage and no drain   
current regulation under large signal operation. It is 
also possible to regulate the drain current          
dynamically, to limit the DC power dissipation        
under RF drive. To turn off the device, the turn on 
bias sequence should be followed in reverse. 
  

Bias Arrangement -  

Each DC pin (VD1,2,3 and VG1,2,3) needs to have 
bypass capacitance (120 pF and 10 nF) mounted 
as close to the MMIC as possible. 
 

Power Detector -  

As shown in the schematic below, the power      
detector is implemented by providing +5 V bias 
and measuring the difference in output voltage with 
standard op-amp in a differential mode                 
configuration. 

Application Schematic 

Evaluation Board Layout 
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Package Outline Drawing and Recommended Land Pattern
†
 

† 
Meets JEDEC moisture sensitivity level 3 requirements. 

All dimensions are in mm. 
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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