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Nominal Nominal
Catalog Ampere Voltage Cold Resistance Melting I2t
Number Rating Rating (Ohms) (A2 sec)

0464.500 0.5 250 0.283                 0.3
0464 001. 1.0 250 0.100 0.8
0464 1.25 1.25 250 0.059 1.2
0464 01.6 1.6 250 0.048 1.9
0464 002. 2.0 250 0.038 2.8 
0464 02.5 2.5 250 0.032 4.5
0464 3.15 3.15 250 0.024 9.4 
0464 004. 4.0 250 0.018 15.1 
0464 005. 5.0 250 0.014 23.1 
0464 06.3 6.3 250 0.011 40.0 

*For information and availability of additional ratings please contact Littelfuse

• The Surface Mount Nano2 250V UMF product family complies with IEC
Publication IEC 60127-4-Universal Modular Fuse-Links [UMF]. This 
IEC standard has been accepted by UL/CSA making it the first global 
fuse standard.

• The Nano2 250V UMF fuse family is based on the proven NANO2

Fuse product technology.
• Product is RoHS Compliant and compatible with lead-free solders and

higher temperature profiles.

ELECTRICAL CHARACTERISTICS:
% of Ampere Opening

Rating Time

125% 1 hour, Minimum

200% 2 minutes, Maximum

1000% 0.001 sec, Min; 0.01 sec Max

AGENCY APPROVALS: Listed to IEC 60127-4, Universal Modular Fuse-
Links (UMF), 250V. UL Listed. Approved by METI and CCC. K and VDE 

AGENCY FILE NUMBERS: UL E184655. METI NBK30502-E184655a,b.

INTERRUPTING RATINGS: 100 amperes at 250VAC

ENVIRONMENTAL SPECIFICATIONS:
Operating Temperature: –55°C to 125°C.

Shock: MIL-STD-202, Method 213, Test Condition A.

Vibration: MIL-STD-202, Method 201 (10–55 Hz).

Insulation Resistance (After Opening): IEC60127-4 (0.1MΩ min
@ 500VDC).

Resistance to Soldering Heat: IEC60127-4.

Thermal Shock: MIL-STD-202, Method 107, 
Test Condition B (–65 to 125°C, 5 cycles).

Moisture Resistance: MIL-STD-202, Method 106

PHYSICAL SPECIFICATIONS:
Materials: Body: High Performance Ceramic

Terminations: Silver plated brass.
Soldering Parameters:

Wave Solder — 260°C, 10 seconds maximum
Reflow Solder — 260°C, 30 seconds maximum

Solderability: IEC60127-4.

PACKAGING SPECIFICATIONS: 24mm Tape and Reel per 
EIA-RS481-1 (IEC 286, part 3); 1,500 per reel, add packaging suffix, DR.

PATENTED
ORDERING INFORMATION:

Reference Dimensions:
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Subminiature Surface Mount

NANO2® 250V UMF FUSE Fast-Acting 464 Series
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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