
August 1992

AVIONICS APPLICATIONS
RF & MICROWAVE TRANSISTORS

.310 x .310 2LFL (S064)
hermetically sealed

.REFRACTORY/GOLD METALLIZATION.EMITTER SITE BALLASTED.5:1 VSWR CAPABILITY.LOW THERMAL RESISTANCE. INPUT/OUTPUT MATCHING.OVERLAY GEOMETRY.METAL/CERAMIC HERMETIC PACKAGE.POUT = 6.0 W MIN. WITH 9.3 dB GAIN

DESCRIPTION

The AM80912-005 is designed for specialized
avionics applications, including JTIDS, where
power is provided under pulse formats utilizing
short pulse widths and high burst or overall duty
cycles.

The AM80912-005 is housed in the unique
IMPAC Hermetic Metal/Ceramic package with

PIN CONNECTION

BRANDING
80912-5

ORDER CODE
AM80912-005

ABSOLUTE MAXIMUM RATINGS (Tcase = 25°C)

Symbol Parameter Value Unit

PDISS Power Dissipation* (TC ≤ 75°C) 25 W

IC Device Current* 0.9 A

VCC Collector-Supply Voltage* 32 V

TJ Junction Temperature (Pulsed RF Operation) 250 °C

TSTG Storage Temperature − 65 to +200 °C

RTH(j-c) Junction-Case Thermal Resistance* 7.0 °C/W

*Applies only to rated RF amplifier operation
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ELECTRICAL SPECIFICATIONS (Tcase = 25°C)

Symbol Test Conditions
Value

UnitMin. Typ. Max.

POUT f = 960 — 1215MHz PIN = 0.7W VCC = 28V 6.0 — — W
ηc f = 960 — 1215MHz PIN = 0.7W VCC = 28V 45 — — %

GP f = 960 — 1215MHz PIN = 0.7W VCC = 28V 9.3 — — dB

Note: Pulse format: 6.4 µS on 6.6 µS off , repeat for 3.3 ms, then off for 4.5125 ms.
Duty Cycle: Burst 49.2%, overall 20.8%

STATIC

Symbol Test Conditions
Value

UnitMin. Typ. Max.

BVCBO IC = 1mA IE = 0mA 48 — — V

BVEBO IE = 1mA IC = 0mA 3.5 — — V

BVCER IC = 5mA RBE = 10Ω 48 — — V

ICES VBE = 0V VCE = 28V — — 0.5 mA

hFE VCE = 5V IC = 250mA 30 — 300 —

DYNAMIC
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TEST CIRCUIT

All dimensions are in inches.
Substrate material: .025 thick AI2O3

C1 : 100 µF Electrolytic Capacitor, 63V
C2 : .1 µF Ceramic Capacitor
C3 : Feedthrough Bypass SCI 712-022
C4 : .6 — 4.5 pF, 2 pls, Johanson Gigatrim Capacitor

C5 : .6 — 4.5 pF, 2 pls, Johanson Gigatrim Capacitor
C6 : 100 pF Chip Capacitor
L1 : No. 26 Wire, 4 Turn
L2 : No. 26 Wire, 4 Turn

TYPICAL INPUT
IMPEDANCE

TYPICAL COLLECTOR
LOAD IMPEDANCE

PIN = 0.7 W
VCC = 28 V
Normalized to 50 ohms

L

H

ZCL

H
L ZIN

IMPEDANCE DATA

ZIN

ZCL

FREQ. ZIN (Ω) ZCL (Ω)

L = 960 MHz 8.2 + j 8.52 10.5 + j 12.9

M = 1090 MHz 11.1 + j 8.34 9.4 + j 11.3

H = 1215 MHz 15.6 + j 6.8 9.0 + j 8.3
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PACKAGE MECHANICAL DATA

.318/

.306

Information furnished is believed to be accurate and reliable. However, SGS-THOMSON Microelectronics assumes no responsability for the
consequences of use of such information nor for any infringement of patents or other rights of third parties which may results from its use. No
license is granted by implication or otherwise under any patent or patent rights of SGS-THOMSON Microelectronics. Specificationsmentioned
in this publication are subject to change without notice. This publication supersedes and replaces all information previously supplied.
SGS-THOMSON Microelectronicsproducts are not authorized foruse ascritical components in life support devices or systems without express
written approval of SGS-THOMSON Microelectonics.

 1994 SGS-THOMSON Microelectronics - All Rights Reserved
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                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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