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Fuseholders

Specifications

Maximum Voltage Rating: 58V
Maximum Current Rating: See table below.
Cable Insulation GXL, 125˚C
Operating Temperature Range: -40˚C to +125˚C
Max. Fuse Insertion Force: 49N

This product is an In-line fuse holder for use with either standard 
or Low Profile JCASE™ fuses, 20A - 60A. It offers size and 
weight savings compared to MAXI™ fuseholders, and has an 
optional protective cover for splash resistance. Standard product 
will have two 102mm red wire leads. Wire length and insulation 
color can be customized upon request. Tinned wires also 
available upon request. All customizations have minimum order 
requirements. Contact Littelfuse sales representative for details.

There are two available mounting options: One version with 
mounting brackets, and one with a mounting hole through the 
body.

Part Number Description Cover Mounting  Wire Size Fuse Rating

0FHJ1001G Standard JCASE Holder None Standard Thru-Hole 10AWG 40 A max
0FHJ1002G Standard JCASE Holder None Standard Thru-Hole 8AWG 60 A max
0FHJ2001G Standard JCASE Holder None Mounting Bracket 10AWG 40 A max
0FHJ2002G Standard JCASE Holde None Mounting Bracket 8AWG 60 A max
FHJC1001G Standard JCASE Holder Yes Standard Thru-Hole 10AWG 40 A max
FHJC1002G Standard JCASE Holder Yes Standard Thru-Hole 8AWG 60 A max
FHJC2001G Standard JCASE Holder Yes Mounting Bracket 10AWG 40 A max
FHJC2002G Standard JCASE Holder Yes Mounting Bracket 8AWG 60 A max
HLJC1001G Low Profile JCASE Holder Yes Standard Thru-Hole 10AWG 40 A max
HLJC1002G Low Profile JCASE Holder Yes Standard Thru-Hole 8AWG 40 A max
HLJC2001G Low Profile JCASE Holder Yes Mounting Bracket 10AWG 40 A max
HLJC2002G Low Profile JCASE Holder Yes Mounting Bracket 8AWG 40 A max

*Note: XXXX1 Series includes 4.0mm diameter mounting thru-hole; XXXX2 Series includes mounting brackets

Inline Holder for JCASE™ Style Fuses
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Inline Holder for JCASE™ Style Fuses

Ø5.5

25

40

25

18

0.8

50

21.3

102 102

13.5
LOW-PROFILE
FUSE OPTION 25

STANDARD JCASE
FUSE OPTION

2.5

18

5.5

12.8

Ø4
(STANDARD

MOUNTING HOLE
 OPTION)

9
TYP.

MOUNTING BRACKET OPTION
Mounting bracket only included with XXXX1000 series.

Standard hole only included with XXXX2000 series.
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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