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Cable feed-through for front panels. Front side USB 3.0 or RJ45, rear side with corresponding sockets in the housing or 55 cm cable 
and socket

RAMO 30 F, RJ45, round collar, frontring stainless steel, RJ 45

fields of application

Measurement-control-regulation
Electrical engineering
Mechanical and system engineering
Vehicle construction
Chemical industry
Industrial robots
Home technology

description

technical data
general
illuminated No

Collar color black

Front ring color stainless steel

Collar shape round

Operating temperature, min. -25 °C

Operating temperature, max. 70 °C

Storage temperature, min. -40 °C

Storage temperature, max. 80 °C

Stoßfestigkeitsgrad IK 05

Packaging Box

Packaging unit 2 pcs.

Environment resistance IEC 60068-2-14 
IEC 60068-2-30 
IEC 60068-2-78

Operating life 750 Cycles

Degree of protection, front side, 
according to DIN EN 60529

IP65 with sealing cap

RoHS compliant Yes

REACH compliant Yes

mounting diameters
Mounting hole 30.3 mm

Mounting depth 40.26 mm

Installation height 5.17 mm

direct links

RAFI eCatalog

http://www.rafi.de
http://www.rafi.de
https://components.rafi.de/EN/US/product-finder/emergency-stop-elements/pushbuttons/ramo-30/ramo-30-f/ramo-30-f-rj45-round-collar/1110992010010
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Outside dimension, length 34.5 mm

Outside dimension, width 34.5 mm

Outside dimension, height 45.43 mm

Collar dimension 34.5 mm

mechanical data
Fixing Threaded ring

Threaded ring torque, max. 1.2 Nm

Front side terminal RJ 45

Terminal on the rear RJ 45

drawings

Dimensioned drawing

http://www.rafi.de
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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