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Product Description
These low-cost, high-performance elements are 
designed for use with MAG Series magnetic bases. 
Together with the base, these elements form a 
reliable and cost effective solution to a diverse 
range of applications requiring a semi-permanent
antenna. The antennas are designed for durability 
to resist the effects of outdoor environments since
they will commonly be used on vehicles or in other 
exposed applications.

Features
•	 Ideal for both stationary and mobile applications
•	 Excellent performance
•	 Low cost
•	 Omnidirectional performance
•	 Outstanding VSWR
•	 Securely attaches to all MAG Series bases
•	 Fully weatherized construction
•	 Attractive and durable black finish

Electrical Specifications
Freq. Range:		  824–960MHz
Peak Gain:		  3.8dBi
VSWR:			   ≤1.5 typ. at center
Impedance:		  50-ohms
Connection:		  M5 x 0.8 threaded base
Oper. Temp. Range:	 –40°C to +80°C
Electrical specifications and plots measured on ANT-MAG-B50
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Ordering Information
ANT-ELE-S01-005
This element requires a MAG1 Series base (sold separately)

Ø5.00 mm
(0.20")

Ø2.50 mm
(0.01")

16.00 mm
(0.63")

Ø2.50 mm
(0.01")

173.99 mm
(6.85")

48.70 mm
(1.92")

31.25 mm
(1.23")

M5 x 0.8

25.40 mm
(1.00")

Ø9.00 mm
(0.35")

295.40
(11.63")
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What is VSWR?
The Voltage Standing Wave Ratio (VSWR) is a measurement of how well 
an antenna is matched to a source impedance, typically 50-ohms. It is 
calculated by measuring the voltage wave that is headed toward the load 
versus the voltage wave that is reflected back from the load. A perfect 
match will have a VSWR of 1:1. The higher the first number, the worse the 
match, and the more inefficient the system. Since a perfect match cannot 
ever be obtained, some benchmark for performance needs to be set. In 
the case of antenna VSWR, this is usually 2:1. At this point, 88.9% of the 
energy sent to the antenna by the transmitter is radiated into free space 
and 11.1% is either reflected back into the source or lost as heat on 
the structure of the antenna. In the other direction, 88.9% of the energy 
recovered by the antenna is transferred into the receiver. As a side note, 
since the “:1” is always implied, many data sheets will remove it and just 
display the first number. 

How to Read a VSWR Graph
VSWR is usually displayed graphically versus frequency. The lowest point 
on the graph is the antenna’s operational center frequency. In most cases, 
this will be different than the designed center frequency due to fabrication 
tolerances. The VSWR at that point denotes how close to 50-ohms the 
antenna gets. Linx specifies the recommended bandwidth as the range 
where the typical antenna VSWR is less than 2:1. 

159 Ort Lane, Merlin, OR, US 97532
Phone: +1 541 471 6256
Fax: +1 541 471 6251
www.linxtechnologies.com



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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