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Applications: 
• Non-contact reflective object 

sensor 
• Assembly line automation 
• Machine automation 
• Machine safety 
• End of travel sensor 
• Door sensor 

Features: 
• Designed for non-contact switching operations 
• Operates over broad range of supply voltages (4.5 V to 24 V) 
• Operates with excellent temperature stability in harsh 

environments  
• Drive capability up to 7 TTL loads 

Description: 
These Hall-effect devices contain a monolithic integrated circuit which incorporates a Hall element, a linear 
amplifier, a threshold amplifier, and Schmitt trigger on a single Hallogic® silicon chip.  Included on-chip is a band 
gap voltage regulator to allow operation with a wide range of supply voltages.  These devices feature logic level 
output and provide up to 21 mA of sink current.  This allows direct driving of more than 7 TTL loads or any 
standard logic family using power supplies ranging from 4.5 to 24 volts.  Output amplitude is constant at switching 
frequencies from DC to over 200 kHz. 
 
The Uni-Polar turns on with a (logic level “0”) after a sufficient magnetic field from the south pole of a magnet 
approached the symbolized face of the device (Operating Point) and turns off (logic level “1”) after the magnetic 
field reached a minimum value.  The Bi-Polar latch device turns on (logic level “0”) in the presence of a magnetic 
south pole and turn off (logic level “1”) when subjected to a magnetic north pole.  Both magnetic poles are 
necessary for operation for Bi-Polar devices.  This feature makes these sensors ideal for applications in non-
contact switching operations, brushless DC motors and for use with multiple pole magnets. 

Pin # Transistor 
1 VCC 

2 Ground 

3 Output 

Hall
Element

Voltage
Regulator

2

3

1 Vcc

Output

Ground

RoHS 

Ordering Information  

OH090U, OH180U, OH360U 
OH3013U, OH3113U 
OHN3019U, OHS3019U, OHN3119U, OHS3119U 
OHN3020U, OHS3020U, OHN3120U, OHS3120U 
OHN3030U, 0HS3030U, OHN3130U, OHS3130U 
OHN3131U, OHS3131U 
OHN3040U, OHS3040U, OHN3140U, OHS3140U 

Unipolar    
non-latching 

OH3075U, OHS3075U, OHN3175U, OHS3175U 
OHN3177U, OHS3177U 

Bi-Polar 
latching 

 
DIMENSIONS ARE IN: INCHES 

[MILLIMETERS] 
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Notes: 
(1)  South pole facing symbolized surface. 

SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP Magnetic Operate Point(1) 70 180 290 Gauss  

BRP Magnetic Release Point 0 140 230 Gauss  

BH Magnetic Hysteresis 20 40 120 Gauss  

Icc Supply Current - 6 9 mA Vcc = 24 V, Output Off 

VOL Output Saturation Voltage - 100 300 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 290 Gauss 

IOH Output Leakage Current - 0.5 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ 0 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 14 V 

tf Output Fall Time - 0.10 1.00 µs 

OH180U     Uni-Polar 

OH090U     Uni-Polar 
SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP Magnetic Operate Point(1) 0 90 180 Gauss  

BRP Magnetic Release Point -100 65 100 Gauss  

BH Magnetic Hysteresis 10 25 100 Gauss  

Icc Supply Current - 6 9 mA Vcc = 24 V, Output Off 

VOL Output Saturation Voltage - 100 300 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 180 Gauss 

IOH Output Leakage Current - 0.5 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ -100 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 14 V 

tf Output Fall Time - 0.10 1.00 µs 

Electrical Characteristics (Vcc = 4.5 V to 24 V, TA = 25° C unless otherwise noted)  

Absolute Maximum Ratings (TA=25°C unless otherwise noted)  

Supply Voltage, Vcc 25 V 

Storage Temperature Range, TS -65°C to +160°C 

Operating Temperature Range, TA  OHN30_ _U 
 OHS30_ _U 
 OH090/180/360U 

-20°C to +85°C 
-40°C to +125°C 
-40°C to +150°C 

Lead Soldering Temperature (1/8 in. (3.2 mm) from case for 5 sec. with soldering iron) 260°C(1) 

Output ON Current, ISINK 25 mA 

Output OFF Voltage, VOUT 25 V 

Magnetic Flux Density, B Unlimited 
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Electrical Characteristics (Vcc = 4.5 V to 24 V, TA = 25° C unless otherwise noted)  

OH360U     Uni-Polar 
SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP Magnetic Operate Point(1) 235 300 465 Gauss  

BRP Magnetic Release Point 120 235 325 Gauss  

BH Magnetic Hysteresis 30 65 200 Gauss  

Icc Supply Current - 6 9 mA Vcc = 24 V, Output Off 

VOL Output Saturation Voltage - 100 300 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 465 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ 120 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 14 V 

tf Output Fall Time - 0.10 1.00 µs 

OHN3013U, OHN3113U         Uni-Polar 
SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP Magnetic Operate  OHN3013 
Point(1) OHN3113 

- 
- 

300 
- 

450 
510 Gauss +25°C 

-20°C TO 85°C 

BRP Magnetic Release  OHN3013 
Point OHN3113 

30 
20 

235 
- 

- 
- Gauss +25°C 

-20°C TO 85°C 

BH Magnetic Hysteresis OHN3013 
 OHN3113 

20 
10 

65 
- 

- 
- Gauss +25°C 

-20°C TO 85°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ 25 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 450 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ 25 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 

Notes: 
(1)  South pole facing symbolized surface. 
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OHN3020U, OHS3020U, OHN3120U, OHS3120U          Uni-Polar 
SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP 
Magnetic Operate  OH_3020 
Point(1) OHN3120 
 OHS3120 

70 
70 
35 

230 
- 
- 

350 
425 
450 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BRP 
Magnetic Release  OH_3020 
Point OHN3120 
 OHS3120 

50 
50 
25 

180 
- 
- 

330 
405 
430 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BH 
Magnetic Hysteresis OH_3020 
 OHN3120 
 OHS3120 

20 
20 
20 

50 
- 
- 

- 
- 
- 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ 50 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 350 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ 50 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 

Notes: 
(1)  South pole facing symbolized surface. 

SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP 
Magnetic Operate  OH_3019 
Point(1) OHN3119 
 OHS3119 

175 
100 
45 

300 
- 
- 

500 
545 
575 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BRP 
Magnetic Release  OH_3019 
Point OHN3119 
 OHS3119 

125 
50 
25 

235 
- 
- 

450 
495 
555 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BH 
Magnetic Hysteresis OH_3019 
 OHN3119 
 OHS3119 

50 
50 
20 

65 
- 
- 

- 
- 
- 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ 125 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 500 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ 100 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 

OHN3019U, OHS3019U, OHN3119U, OHS3119U         Uni-Polar 

Electrical Characteristics (Vcc = 4.5 V to 24 V, TA = 25° C unless otherwise noted)  
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Notes: 
(1)  South pole facing symbolized surface. 

SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP 

 OH_3030 
Magnetic Operate  OH_3130 
Point(1) OHN3130 
 OHS3130 

- 
- 
- 
- 

205 
- 
- 
- 

250 
150 
175 
200 

Gauss 

+25°C 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BRP 

 OH_3030 
Magnetic Release  OH_3130 
Point OHN3130 
 OHS3130 

0 
-150 
-175 
-200 

160 
- 
- 
- 

- 
- 
- 
- 

Gauss 

+25°C 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BH 

 OH_3030 
Magnetic  OH_3130 
Hysteresis OHN3130 
 OHS3130 

20 
20 
20 
20 

45 
- 
- 
- 

- 
- 
- 
- 

Gauss 

+25°C 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ 0 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 200 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ 50 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 

OHN3030U, OHS3030U, OHN3130U & OHS3130U     Uni-Polar 

Electrical Characteristics (Vcc = 4.5 V to 24 V, TA = 25° C unless otherwise noted)  

OHN3131U & OHS3131U     Uni-Polar 
SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP 
Magnetic Operate  OH_3131 
Point(1) OHN3131 
 OHS3131 

-75 
-75 
-75 

- 
- 
- 

95 
95 
135 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BRP 
Magnetic Release  OH_3031 
Point OHN3131 
 OHS3131 

-95 
-59 
-135 

- 
- 
- 

85 
85 
125 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BH 
Magnetic Hysteresis OH_3031 
 OHN3131 
 OHS3131 

10 
10 
10 

- 
- 
- 

- 
- 
- 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ 0 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 200 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ 50 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 
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OHN3075U, OHS3075U, OHN3175U, OHS3175U         Bi-Polar Latch 

SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP 

 OH_3075 
Magnetic Operate  OH_3175 
Point(1) OHN3175 
 OHS3175 

50 
25 
15 
10 

100 
- 
- 
- 

250 
170 
180 
260 

Gauss 

+25°C 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BRP 

 OH_3075 
Magnetic Release  OH_3175 
Point OHN3175 
 OHS3175 

-250 
-170 
-180 
-260 

-100 
- 
- 
- 

-50 
-25 
-15 
-10 

Gauss 

+25°C 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BH 

 OH_3075 
Magnetic  OH_3175 
Hysteresis OHN3175 
 OHS3175 

100 
100 
80 
50 

200 
- 
- 
- 

500 
- 
- 
- 

Gauss 

+25°C 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ -250 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 250 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ -250 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 

Notes: 
(1)  South pole facing symbolized surface. 

SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP 
Magnetic Operate  OH_3040 
Point(1) OHN3140 
 OHS3140 

70 
45 
45 

150 
- 
- 

220 
260 
270 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BRP 
Magnetic Release  OH_3040 
Point OHN3140 
 OHS3140 

50 
25 
25 

115 
- 
- 

180 
240 
250 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BH 
Magnetic Hysteresis OH_3040 
 OHN3140 
 OHS3140 

20 
20 
20 

35 
- 
- 

- 
- 
- 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ -50 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 200 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ -50 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 

OHN3040U, OHS3040U, OHN3140U, OHS3140U          Uni-Polar 

Electrical Characteristics (Vcc = 4.5 V to 24 V, TA = 25° C unless otherwise noted)  
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Notes: 
(1)  South pole facing symbolized surface. 

SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 

BOP 
Magnetic Operate          OH_3177 
Point(1) OHN3177 
 OHS3177 

50 
25 
25 

- 
- 
- 

150 
150 
200 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BRP 
Magnetic Release  OH_3177 
Point OHN3177 
 OHS3177 

-150 
-150 
-200 

- 
- 
- 

-50 
-25 
-25 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

BH 
Magnetic Hysteresis OH_3177 
 OHN3177 
 OHS3177 

100 
50 
50 

- 
- 
- 

- 
- 
- 

Gauss 
+25°C 
-20°C to +85°C 
-40°C to +125°C 

Icc Supply Current - 4 7 mA Vcc = 24 V, Output Off, B ≤ -250 Gauss 

VOL Output Saturation Voltage - 100 400 mV Vcc = 4.5 V, IOL = 20 mA, B ≥ 250 Gauss 

IOH Output Leakage Current - 0.1 10.0 µA Vcc = 24 V, VOUT = 24 V, B ≤ -250 Gauss 

tr Output Rise Time - 0.21 1.00 µs 
RL = 820 Ω, CL = 20 pF, Vcc = 12 V 

tf Output Fall Time - 0.10 1.00 µs 

OHN3177U, OHS3177U         Bi-Polar Latch 

Electrical Characteristics (Vcc = 4.5 V to 24 V, TA = 25° C unless otherwise noted)  
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Magnetic Operate & Release Points vs Temperature
OH_3013, OH_3019 & OH_3020
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Rise & Fall Time vs Temperature
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ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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