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ProtoBox–1590BB Kit (PCB+Box) 
A Hammond 1590BB rugged die-cast enclosure packaged with  

a matching ProtoBoard 2-hole per strip PCB.   
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ProtoBoard-1590BB – for 1590BB Boxes 

A prototyping board designed for the Hammond 1590BB  
die-cast aluminum enclosure. 

Features 
ProtoBoard saves time!  The PCB is designed 
specifically for the Hammond 1590BB box.   
No cutting is required.   

The PR1590BB and rugged 1590BB box are 
often used for home-built guitar stomp boxes. 

Mounting holes are provided with adhesive 
standoff to attach the PCB to the inside of the 
box without drilling.  The PCB may be attached 
to the bottom or the cover. 

The convenient 2-hole ProtoBoard pattern 
provides an easy way to connect parts while 
maximizing usable board area.   

Lead free etched copper PCB with an  
anti-tarnish coating for easy soldering. 

PCB Specifications 
•  High-quality FR4 glass epoxy board.   

•  PCB fits in the bottom of box or the top lid.   

•  Four 1/8” PCB mounting holes sized for  
4-40 screws. 

•  Four adhesive standoffs provided. 

•  Single sided, 1oz/ft2 copper PCB 

•  0.042" holes drilled on 0.1" centers 

•  PCB Size 4.05 x 2.05 in. (103 x 53mm) 

 

Order Part# PR1590BB  (for PCB only) 

Board Layout (actual size) 
 

 

 
PR1590BB Prototyping Board shown with the 
Hammond 1590BBBK box (box not included). 

 
To purchase the PCB + Box together, 

order BPS part# KIT-1590BB-BK 
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PCB Mechanical Dimensions 

 
Hammond 1590BB Hand Held Case Features 
Note: The box is NOT included with BPS part# 
PR1590BB.   
The box is included with part# KIT-1590BB (bare 
metal box) or KIT-1590BB-BK (black box).  

Rugged diecast aluminum alloy electronic 
instrument enclosure.   
Tough - yet easy to machine. 
Lap joint construction provides protection from  
dust and splashing water and also provides for 
improved EMI/RFI shielding.  Designed to meet 
IP54 dust and water protection standard. 
Unpainted box is vibra finished for a smooth surface 
with no sharp edges.  
Four 6-32 x 1/2” machine screws (included) secure 
lid into factory tapped holes. 
Box Size 4.67 x 3.68 x 1.18 in. (119 x 94 x 30 mm) 

 

 
 

To order the box by itself order Hammond part# 
1590BB (unfinished) or 1590BBBK (black). 

Blue, Green, Gray, Orange, Purple, Red, and Yellow 
colors also available. 

See http://www.hammondmfg.com/dwg.htm  
http://www.hammondmfg.com/dwg_SBVer.htm  
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Unfinished 1590BB
Grey Textured Polyester Pow der Paint - RAL 7038 1590BBGY
Black Textured Polyester Pow der Paint - RAL 9011 1590BBBK

Unfinished 1590W BB
Black Textured Pow der Paint 1590W BBBK

   Black Textured Cover Screw s (Pkg 50)
[6-32 x 1/2" SS Type 304] 1590W MS100BK

Unfinshed Cover Screw s (Pkg 100)
[6-32 x 1/2" Nickel Plated Screw s]

1590W MS100

Unfinshed Cover Screw s (Pkg 100)
[6-32 x 1/2" Nickel Plated Screw s] 1590MS100

Black Textured Cover Screw s (Pkg 50)
[6-32 x 1/2" SS Type 304]

1590MS100BK

NOTE
Purchased assembly includes box, lid and 4 cover screws. 
Box and lid are made from Diecast Aluminum Alloy (alloy type 380).                                      
Silicone Gasket Loctite #5950                                              

Recommended Torque: 75 ozf.in / 55 cN.m

PART NUMBERS 

Standard Cover Screws

1590BB Liquid Resistant Enclosure (Silicon Factory Insta lled Gasket)

1590BB Enclosure

ACCESSORIES
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Top View of Assembly

SECTION B-B
Side View of Assembly

SECTION A-A
End View of Assembly

1590BB

Lid

109.50
[4.311]

84.00
[3.307]

34.00
[1.339]

29.75
[1.171]

(Inner Box Height)

112.66
[4.435]

(Inner Box Length)

87.16
[3.432]

(Inner Box Width)

94.00
[3.701]

119.50
[4.705]

Lid

Lid

Box

2.00
[.079]

6.00
[.236]

R3.00
[.118]

89.50
[3.524]

115.00
[4.528]

Top View Looking Inside Box

6-32 UNC - 2B x 11.00
v n3.50 x 3.00

(Threaded Holes)

2.25
[.089]

(Wall Thickness)

110.36
[4.345]

84.86
[3.341]

27.75
[1.093]

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc.)
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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