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Honeywell Sensing and Control has replaced 
the PDF product catalog with the new 
Interactive Catalog. The Interactive Catalog is 
a power search tool that makes it easier to find 
product information. It includes more 
installation, application, and technical 
information than ever before. 
 

 

 

 
 

Click this icon to try the new 
Interactive Catalog. 

 

http://content.honeywell.com/sensing/products/


 
 
 
 

Solid State Sensors 
SR16/17 Hall Effect Vane Sensors SR 16/17 Series
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FEATURES 
• = Compact, robust packages 
• = Mechanically 

interchangeable with our 
standard optical style 
sensors 

• = Operated by a “Ferrous 
Vane” interrupter for pulse 
counting or position 
sensing 

• = Current sinking (Open 
Collector) output 

• = 3.8 to 30 VDC power 
supply 

• = Medium level magnetic 
switching to reduce stray 
field interference 

• = Internally sealed packages 
for moderate environment 
applications 

• = No mechanical contacts; 
eliminates product wear  

• = Noncontact position 
sensing 

 
 
 
 
 

WARNING 
PERSONAL INJURY 
• = DO NOT USE these 

products as safety or 
emergency stop devices, or 
in any other application 
where failure of the product 
could result in personal 
injury. 

Failure to comply with these 
instructions could result in 
death or serious injury. 
 
 

 

 
 

The SR16/17 Series Hall effect vane sensors, designed for position and 
speed sensing, offer side mount packages and three termination variations. 
The cost effective SR16/17 Series sensors are tailored for fitness and 
information technology applications. They are well suited for use in 
moderate electrical, chemical, and mechanical environments. 

The SR16/17 Series sensors contain an internal magnet and Hall effect 
sensor mounted in a twin tower configuration. In application, a customer 
supplied ferrous target passes between the tower gap, interrupts the 
magnetic field, and switches the digital state of the sensor. 

These robust solid state Hall effect sensors are housed in an 
environmentally sealed plastic package. The Hall effect sensors provide 
highly accurate and repeatable performance in environments in which dirt, 
dust, or stray IR light might affect the performance of optical solutions. The 
sensor package is constructed of rugged polyphthalamide and 
polycarbonate material and is mechanically interchangeable with our 
standard optical sensors. 
 

 
WARNING 

MISUSE OF DOCUMENTATION 
• = The information presented in this product sheet is for reference only.  

Do not use this document as product installation information. 
• = Complete installation, operation, and maintenance information is 

provided in the instructions supplied with each product.  
Failure to comply with these instructions could result in death or serious 
injury.
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ELECTRICAL CHARACTERISTICS –20°°°°C TO 85 °°°°C, 3.8 TO 30 VDC 
 Min. Max. Remarks 
Supply voltage  3.8 to 30 VDC 
Current consumption   9 mA (off) 10 mA (on) 
Output voltage (operated)   0.40 V Sinking 20 mA max. 
Sink current (operated)   20 mA 
Output leakage current (released)   10 µA VOUT = 30 VDC, VCC = 24 VDC 
Output switching time    
 Rise, 10 to 90%   1.5 µs VCC = 12 V, RL = 1.6 KΩ, CL = 20 pF 
 Fall, 90 to 10%   1.5 µs VCC = 12 V, RL = 1.6 KΩ, CL = 20 pF 
Operating Temperature -20°C to +85°C (-4°F to +185°F) 
 

MECHANICAL CHARACTERISTICS 
Operating Range 12 VDC @ 25ÛC 
 Operate Release 
 1.5° ÙÙÙÙ 2.0Û 3.0° ÙÙÙÙ 2.5Û 

CONDITIONS 
Target engagement distance 0.150 in to 0.300 in 
RPMs 0 to 5000 
Slot depth 0.250 in min. 
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MOUNTING DIMENSIONS (for reference only) mm/in 
SR16/17 Series Vane Sensors 

 
SR16C-J4 
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MOUNTING DIMENSIONS (for reference only) mm/in 
SR16/17 Series Vane Sensors 

SR16C-J6 SR16C-N 
 

 
SR17C-J6 

Notes: 
1. Mounting specification: non-ferrous #4 machine head screws with .25 OD washers torqued to 3-5 in-lbs. 
2. Suggested target configuration, material: .045 low carbon steel, high permeability, low residual induction. 
3. Operate (degrees) is the angular distance from the leading edge of the tooth to the centerline of the sensor. 
4. Release (degrees) is the angular distance from the trailing edge of the tooth to the centerline of the sensor. 
5. Operating specification is based on target shown. 
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WARRANTY/REMEDY 
Honeywell warrants goods of 

its manufacture as being free of 
defective materials and faulty 
workmanship. Contact your local 
sales office for warranty 
information. If warranted goods 
are returned to Honeywell during 
the period of coverage, 
Honeywell will repair or replace 
without charge those items it 
finds defective. The foregoing is 
Buyer’s sole remedy and is in 
lieu of all other warranties, 
expressed or implied, 
including those of 
merchantability and fitness for 
a particular purpose.

   Specifications may change 
without notice. The information 
we supply is believed to be 
accurate and reliable as of this 
printing. However, we assume 
no responsibility for its use. 

While we provide application 
assistance personally, through 
our literature and the Honeywell 
web site, it is up to the customer 
to determine the suitability of the 
product in the application. 

For application assistance, 
current specifications, or name of 
the nearest Authorized 
Distributor, contact a nearby 
sales office. Or call: 
1-800-537-6945 USA 
1-800-737-3360 Canada 
1-815-235-6847 International 
FAX 
1-815-235-6545 USA 
INTERNET 
www.honeywell.com/sensing 
info.sc@honeywell.com 
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ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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