
SM SERIES OUTPUT MODULES
 
 
• AC Modules have High Current Thyristors with 100 Amp 
  Surge Capability 
• Plug into mounting boards for 0.6" modules 
• Zero or Random Turn-On Available in AC Modules 
• 4kV Optical isolation (1500 VAC Isolation for 
   FET DC Output Modules) 
• UL Recognized, CSA Certified, CE Compliant 
• Industry standard packaging and Color Coding 
   Black (AC Output) Red (DC Output) 

SPECIFICATIONS (1)
Input 

Part Number SM-OAC5 SM-OAC5A SM-OAC5AH SM-OAC5AR SM-OAC5R
Nominal Voltage VDC 5.0 5.0 5.0 5.0 5.0
Minimum Voltage VDC (2) 2.75 2.75 2.75 2.75 2.75
Maximum Voltage VDC 8.0 8.0 8.0 8.0 8.0
Drop-out Voltage 1.0 1.0 1.0 1.0 1.0
Maximum Current (3) 20 20 20 20 20
Resistance (4) 220 220 220 220 220

Output 

Nominal Line Voltage 120 VAC 240 VAC 240 VAC 240 VAC 120 VAC
Minimum Line Voltage 12 VAC 24 VAC 24 VAC 24 VAC 12 VAC
Maximum Line Voltage 140 VAC 280 VAC 280 VAC 280 VAC 140 VAC
Max Off-State Voltage (5) 400 Vpeak 600 Vpeak 600 Vpeak 600 Vpeak 400 Vpeak
Max Off-State Leakage (6) 0.1mArms 0.1mArms 0.1mArms 0.1mArms 0.1mArms
Static Off-State dv/dt (7) 200 V/usec 200 V/usec 200 V/usec 200 V/usec 200 V/usec
Maximum Rated On-State Current (8) 3.5 Arms 3.5 Arms 5.0 Arms 3.5 Arms 3.5 Arms
Minimum On-State Current 50 mArms 50 mArms 50 mArms 50 mArms 50 mArms
Max Surge Current (9) 100 Apeak 100 Apeak 100 Apeak 100 Apeak 100 Apeak
On-State Voltage Drop or Resistance (10) 1.6 V 1.6 V 1.6 V 1.6 V 1.6 V
Maximum Turn-On Time  [msec] (13) 8.33 8.33 8.33 0.1 0.1
Maximum Turn-Off Time  [msec] (13) 8.33 8.33 8.33 8.33 8.33
Input/Output Isolation Voltage (14) 4000 4000 4000 4000 4000
Input/Output  Capacitance 8 8 8 8 8
Operating Temperature Range -30 to 80°C -30 to 80°C -30 to 80°C -30 to 80°C -30 to 80°C
Storage Temperature Range -40 to 80°C -40 to 80°C -40 to 80°C -40 to 80°C -40 to 80°C
Line Frequency Range 47 to 63 47 to 63 47 to 63 47 to 63 47 to 63
Weight 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g)



 SPECIFICATIONS (1)
Input 

Part Number SM-OAC24 SM-OAC24A SM-ODC5 SM-ODC5A SM-ODC5F
Nominal Voltage VDC 24 24 5.0 5.0 5.0
Minimum Voltage VDC (2) 18 18 2.75 2.75 2.75
Maximum Voltage VDC 32 32 8.0 8.0 8.0
Drop-out Voltage 1.0 1.0 1.0 1.0 1.0
Maximum Current (3) 13 13 18 18 18
Resistance (4) 2000 2000 250 250 250

Output 

Nominal Line Voltage 120 VAC 240 VAC 5-48 VDC 5-150 VDC 5-48 VDC
Minimum Line Voltage 12 VAC 24 VAC 3.0 VDC 3.0 VDC 3.0 VDC
Maximum Line Voltage 140 VAC 280 VAC 60 VDC 250 VDC 60 VDC
Max Off-State Voltage (5) 400 Vpeak 600 Vpeak 60 VDC 250 VDC 60 VDC
Max Off-State Leakage (6) 0.1mArms 0.1mArms 10 uA 10 uA 10 uA
Static Off-State dv/dt (7) 200 V/usec 200 V/usec N/A N/A N/A
Maximum Rated On-State Current (8) 3.5 Arms 3.5 Arms 3.0 A 1.0 A 3.0 A
Minimum On-State Current 50 mArms 50 mArms 10 mA 10 mA 10 mA
Max Surge Current (9) 100 Apeak 100 Apeak 5.0 A 5.0 A 5.0 A
On-State Voltage Drop or Resistance (10) 1.6 V 1.6 V 1.5 V 1.5 V 1.5 V
Maximum Turn-On Time  [msec] (13) 8.33 8.33 0.1 0.1 0.025
Maximum Turn-Off Time  [msec] (13) 8.33 8.33 0.75 0.75 0.05
Input/Output Isolation Voltage (14) 4000 4000 4000 4000 4000
Input/Output  Capacitance 8 8 8 8 8
Operating Temperature Range -30 to 80°C -30 to 80°C -30 to 80°C -30 to 80°C -30 to 80°C
Storage Temperature Range -40 to 80°C -40 to 80°C -40 to 80°C -40 to 80°C -40 to 80°C
Line Frequency Range 47 to 63 47 to 63 DC DC DC
Weight 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g)

  SPECIFICATIONS (1)
Input 

Part Number SM-ODC5MA SM-ODC5MC SM-ODC5ML SM-ODC24 SM-ODC24A
Nominal Voltage VDC 5.0 5.0 5.0 24 24
Minimum Voltage VDC (2) 2.75 2.75 2.75 18 18
Maximum Voltage VDC 8.0 8.0 8.0 32 32
Drop-out Voltage 1.0 1.0 1.0 1.0 1.0
Maximum Current (3) 18 18 18 13 13
Resistance (4) 250 250 250 2000 2000

Output 

Nominal Line Voltage 5-150 VDC 5-90 VDC 5-48 VDC 5-48 VDC 5-150 VDC
Maximum Line Voltage 200 VDC 100 VDC 50 VDC 60 VDC 250 VDC
Max Off-State Voltage (5) 200 VDC 100 VDC 50 VDC 60 VDC 250 VDC
Max Off-State Leakage (6) 10 uA 10 uA 10 uA 10 uA 10 uA
Static Off-State dv/dt (7) N/A N/A N/A N/A N/A
Maximum Rated On-State Current (8) 3.0 A 5.0 A 1.0 A 3.0 A 1.0 A
Minimum On-State Current 1.0 mA 1.0 mA 10 mA 10 mA 10 mA
Max Surge Current (9) 10 A 10 A 10 A 5.0 A 5.0 A
On-State Voltage Drop or Resistance (10) 0.25 Ohms 0.10 Ohms 0.05 Ohms 1.5 V 1.5 V
Maximum Turn-On Time  [msec] (13) 1.0 1.0 1.0 0.1 0.1
Maximum Turn-Off Time  [msec] (13) 0.05 0.05 0.05 0.75 0.75
Input/Output Isolation Voltage (14) 1500 1500 1500 4000 4000
Input/Output  Capacitance 8 8 8 8 8
Operating Temperature Range -30 to 80 -30 to 80°C -30 to 80°C -30 to 80°C -30 to 80°C
Storage Temperature Range -40 to 80 -40 to 80°C -40 to 80°C -40 to 80°C -40 to 80°C
Line Frequency Range DC DC DC DC DC
Weight 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g) 1.1 oz. (31.2g)



General Notes: 
 
  (1)  Specifications apply to an ambient temperature of -30 to 80 °C unless otherwise noted. 
   (2)  Without external LED status indicator. Add 1.7 volts for external LED if utilized. 
   (3)  At nominal input voltage, without external LED status indicator. 
   (4)  +/-10% at 25°C. 
   (5)  Maximum 1 minute duration for OAC modules when applied as a DC voltage rather than a peek AC voltage. 
   (6)  At maximum line voltage, 25°C for OAC modules, and 80°C for ODC modules. 
   (7)  Minimum DV/DT per EIA/NARM RS433, method RS397, DV/DT ratings do not apply to DC output models 
   (8)  At 40°C, derate OAC modules 58 mA/°C to 80°C, derate ODC. ODCxMC and ODCxML modules 50 mA/°C 
           to 80°C. CSA rating of OAC modules is 3.0 Arms at 40°C. 
   (9)  At 25°C for 1 second maximum duration: 1 AC cycle for AC modules, 1 second for DC modules. 
 (10)  At maximum rated on-state current and 25°C. 
 (11)  At maximum line voltage, maximum rated output current, nominal input voltage and 25°C. Switching speed 
          of  OAC modules is based upon 60 Hz line frequency. 
 (12)  At 25°C for 1 second maximum duration. 
 (13)  1/3 H.P. at 240 VAC, 1/8 H.P. at 120 VAC. 
 . 
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ANNEX - ENVIROMENTAL INFORMATION



                                        Tел:  +7 (812) 336 43 04 (многоканальный) 
                                                    Email:  org@lifeelectronics.ru 
 
                                                         www.lifeelectronics.ru 

 

ООО “ЛайфЭлектроникс”                                                                                                                  “LifeElectronics” LLC 
ИНН 7805602321 КПП 780501001 Р/С 40702810122510004610 ФАКБ "АБСОЛЮТ БАНК" (ЗАО) в г.Санкт-Петербурге К/С 30101810900000000703 БИК 044030703  

 

      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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