


Construction

eInternal circuit of contact protection box

Brown

Blue

Part No.

CD-P11

CD-P12

Voltage

100V AC

24V DC

Lead wire length

Switch side: 0.5m
Load side: 0.5m

Choke
coilSurge

absorber

 (+) Brown

 (–) Blue

Choke
coil

Condenser

Resistor

CD-P11

CD-P12

Description
Shield plate
Switch ass'y
Piston
PT fittings
Adjustment screw
Pointer
Spring
Scale plate
Miniseal Y type
Magnet

Material
Rolled steel plate

__

Oil polyacetal
Zinc die cast

Brass (Electrical nickel plated)
Vinyl chloride

Stainless steel 304-WPB
Rigid vinyl chloride

NBR
Rare earth magnet
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Wiring

Warning

Precautions
Be sure to read before handling.
Refer to p.0-26 and 0-27 for Safety Instructions and common precautions, on the products mentioned in this catalogue, 
and refer to p.3.0-7 to 3.0-9 for precautions on every series.

Air Supply

Warning

Installation/Piping

Warning

Pressure Setting

Caution

Environment

Warning

qWhen changing piping by hand, hold 
body.
Electrical wire must not be subjected to 
excessive force.

wDo not drop nor apply an excessive 
force.

eTighten IS1000-01 applying the spanner 
on the PT fitting part.

qConnect load before connecting with 
power source.

wIn the case of induction load or lead wire 
exceeding 5m long, the following contact 
protection box should be used.

qDo not use with corrosive gases or 
fluids.

wAvoid use in vacuum applications. 
Switch may implode.

qSet pressure scale at the value of the 
Pressure drop.

wWhen detecting ON-pressure signal, 
note that set pressure on scale plate 
plus ON-OFF differencial (Hysteresis) 
will be ON-pressure signal.

qAvoid using a switch in a magnetic 
environment. It may cause a 
malfunction.

wDo not use in an environment with 
water or splashing oil to avoid 
malfunction or damage to switch 
caused by corrosion of the electric 
circuit.

Connect the lead wires from the body and 
the contact protective box side indicated 
"SWITCH".
Lead wire should be as short as possible, 
within 1m.

rHow to connect contact protection box

3.10-2

Mechanical Style Pressure Switch IS1000

ZSE�
ISE�

PS�

PS

ISA

IS�

ZSM

PF�

IF�
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      Компания «Life Electronics» занимается поставками электронных компонентов импортного и 
отечественного производства от производителей и со складов крупных дистрибьюторов Европы, 
Америки и Азии. 

С конца 2013 года компания активно расширяет линейку поставок компонентов по направлению 
коаксиальный кабель, кварцевые генераторы и конденсаторы (керамические, пленочные, 
электролитические),  за  счёт заключения дистрибьюторских договоров 

      Мы предлагаем: 

 Конкурентоспособные цены и скидки постоянным клиентам. 

 Специальные условия для постоянных клиентов. 

 Подбор аналогов. 

 Поставку компонентов в любых объемах, удовлетворяющих вашим потребностям. 
 

 Приемлемые сроки поставки, возможна ускоренная поставка. 

 Доставку товара в любую точку России и стран СНГ. 

 Комплексную поставку. 

 Работу по проектам и поставку образцов. 

 Формирование склада под заказчика. 
 

 Сертификаты соответствия на поставляемую продукцию (по желанию клиента). 

 Тестирование поставляемой продукции. 

 Поставку компонентов, требующих военную и космическую приемку. 

 Входной контроль качества. 

 Наличие сертификата ISO. 
 

       В составе нашей компании организован Конструкторский отдел, призванный помогать 
разработчикам, и инженерам. 

  Конструкторский отдел помогает осуществить: 

 Регистрацию проекта у производителя компонентов. 

 Техническую поддержку проекта. 

 Защиту от снятия компонента с производства. 

 Оценку стоимости проекта по компонентам. 

 Изготовление тестовой платы монтаж и пусконаладочные работы. 
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